
Duelco A/S
Mommarkvej 5
DK-6400 Sønderborg

Fælles tlf. 70 10 10 07
Fælles fax 70 10 10 08
info@duelco.dk
www.duelco.dk

Duelco A/S
Systemvej 8
DK-9200 Aalborg

Brugervejledning
El-sparepanel type: 71602, 71622, 71652

Tilslutning af el-sparepanelet

BEMÆRK:
I tilfælde af overbelastning er el-sparepanelet udstyret med en finsikring. Det er muligt at udskifte 
denne sikring af typen: S504-5A   
VIGTIGT: Før adskillelse af el-sparepanelet; kontrollér at strømstikket er taget ud af stikkontakten.

Sluk for master-apparatet samt alle andre enheder der skal tilsluttes el-sparepanelet

Master-apparatets strømstik sættes i masterudtaget på el-sparepanelet

Potentiometerskruen drejes i bund mod “-”

Tænd for el-sparepanelet, master-apparatet og slave-enhederne

  

Tilslutningseksempel: 
PC (master-apparat) samt PC-udstyr (slave-enheder)

230 - 240V

50/60 Hz.

Master: 10A 230V

1 master-stik 230V m/jord

5 slave-stik 230V m/jord

Tekniske data

Max belastning:

Justerbar aktiveringstærskel 

fra ca. 30-100W

Slaver i alt: 10A 230V

Ikke justerbar aktiveringsområde 
ca. 100-2300W

Egenforbrug: < 5W

Indstillingsbeskrivelse:
Elsparepanelet afbryder kun automatisk for strømmen 
til de 5 slave-udtag, når belastningen i master-stikket 
er under den indstillede aktiveringstærskel (fra ca. 30-
100W). 
Ved afbrydelsen kan indstillingen af ur m.v. forsvinde 
(der henvises til de tilsluttede produkters 
brugsanvisning for yderligere information).

Tilslut slave-enhederne i el-sparepanelets slave-udtag

Drej potentiometerskruen mod “+” indtil slaveenhederne slukker

Elsparepanelet er nu justeret og klar til brug

Sluk for masterenheden, hvorefter de tilsluttede slaveenheder forbliver tændt
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User’s manual
Electric power save panel type: 71602, 71622, 71652

Connecting the power safe panel

NOTE:
In the event of an overload, the power safe panel is equipped with a sensitive fuse. It is possible to 
replace this fuse of the type: S504-5A.
IMPORTANT: Before disassembling the power safe panel; check that the power plug is removed 
from the power outlet.

Turn off the master device including all other devices that must be connected to the power safe panel

The power plug of the master device must be connected to the master plug outlet on the power safe panel

Turn the potentiometer screw down to “-”

Turn on the power safe panel, the master device and the slave units
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Connection example: 
PC (master device) including PC equipment (slave units)

230 - 240V

50/60 Hz.

Master: 10A 230V

1 master plug outlet 230V with 

earth connection

5 slave plug outlets 230V with

earth connection

Technical data

Max load:

Adjustable activation threshold 

from approx. 30-100W

Slaves in total: 10A 230V

Non adjustable activation threshold 
approx. 100-2300W

Power consumption: < 5W

Adjustment description
The power safe panel will only cut off the power to 
the five slave plug outlets automatically, when the 
load on the master plug outlet is below the adjusted 
activation threshold (from approx. 30-100W). 
When cutting the power supply, the setting of clocks 
etc. can be lost (please refer to the user’s manual of 
the connected units for additional information).

Connect the slave units to the slave plug outlets on the power safe panel

Turn the potentiometer towards “+” until the slave units turn off

The power safe panel is now adjusted and ready for use

Turn the master device off, after which the connected slave units stays on 
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