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LONG SPAN CABLE TRAY
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Long Span Cable Tray
Weight
per 100

644

 

kg

 

310708

EAN
code

  

model no.

WRL 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

1,5

delivery
length

 

m

6

 

m

709310807WRL 105.300S 105/4,1 300/11,7 1,5 6
774310906WRL 105.400S 105/4,1 400/15,6 1,5 6
839311002WRL 105.500S 105/4,1 500/19,5 1,5 6
904311101WRL 105.600S 105/4,1 600/23,4 1,5 6
644587803WRL 105.200 FF 105/4,1 200/7,8 1,5 6
709587902WRL 105.300 FF 105/4,1 300/11,7 1,5 6
774588008WRL 105.400 FF 105/4,1 400/15,6 1,5 6
839588107WRL 105.500 FF 105/4,1 500/19,5 1,5 6
904588206WRL 105.600 FF 105/4,1 600/23,4 1,5 6
644

  

724802
  

WRL 105.200 E3E3
 

105/4,1
 

200/7,8
 

1,5
 

6
 

709724826WRL 105.300 E3E3 105/4,1 300/11,7 1,5 6
774724840WRL 105.400 E3E3 105/4,1 400/15,6 1,5 6
839724864WRL 105.500 E3E3 105/4,1 500/19,5 1,5 6
910724888WRL 105.600 E3E3 105/4,1 600/23,4 1,5 6

Support Span (m)
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 d
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/m
)

Specified load ratings are independant of splice plate location.

perforated side rails with reinforcing fins, perforated bottom plate with reinforcing fins in transverse direction

A bottom connection plate RSL… is included with every straight section of tray (width >= 400 mm)
also available in 3 meter length (same price per meter)

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

 

Long Span Cable Tray
solid

Weight
per 100

672

 

kg

 

311200

EAN
code

  

model no.

WRU 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

1,5

delivery
length

 

m

6

 

m

750311309WRU 105.300S 105/4,1 300/11,7 1,5 6
829311408WRU 105.400S 105/4,1 400/15,6 1,5 6
907311507WRU 105.500S 105/4,1 500/19,5 1,5 6
985311606WRU 105.600S 105/4,1 600/23,4 1,5 6
672588305WRU 105.200 FF 105/4,1 200/7,8 1,5 6
750588404WRU 105.300 FF 105/4,1 300/11,7 1,5 6
829588503WRU 105.400 FF 105/4,1 400/15,6 1,5 6
907588602WRU 105.500 FF 105/4,1 500/19,5 1,5 6
985588701WRU 105.600 FF 105/4,1 600/23,4 1,5 6

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction
A bottom connection plate RSL… is included with every straight section of tray (width >= 400 mm)
also available in 3 meter length (same price per meter)

LONG SPAN CABLE TRAY



311

 

Splice Plate
Weight
per 100

118,5

 

kg

 

301959

EAN
code

  

model no.

WSV 105.390S

height
(H)

 

106,5/4,2
mm/Inch

width
B

 

390/15,2
mm/Inch

4 FLM 8x13 F

acc. incl.
  

pc.

121,5302055WSV 105.390 FF 106,5/4,2 390/15,2 4 FLM 8x13 F
80

  

340132
  

WSV 105.390 E3E3
 

106,5/4,2
 

390/15,2 4 FLM 8x16 E3
  

68

2 pieces required per joint

for positive locking connections of long span trays and ladders with proper electrical conductivity

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Adjustable Splice Plate
vertical

Weight
per 100

100

 

kg

 

305100

EAN
code

  

model no.

WSGV 105S

height
(H)

 

106,5/4,2
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

100590308WSGV 105 FF 106,5/4,2 6 FLM 8x13 F
100

  

725304
  

WSGV 105 E3E3
 

106,5/4,2 6 FLM 8x16 E3
  

2 pieces required per joint

for making vertical bends for long span trays and ladders, side rail height 105 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Adjustable Splice Plate
horizontal

Weight
per 100

93

 

kg

 

305377

EAN
code

  

model no.

WSWV 105.390S

height
(H)

 

106,5/4,2
mm/Inch

width
B

 

390/15,2
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

93590452WSWV 105.390 FF 106,5/4,2 390/15,2 6 FLM 8x13 F
93

  

725458
  

WSWV 105.390E3E3
 

106,5/4,2
 

390/15,2 6 FLM 8x16 E3
  

2 pieces required per joint

for making horizontal elbows for long span trays and ladders, side rail height 105 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Barrier Strip
Weight
per 100

92

 

kg

 

237609

EAN
code

  

model no.

RW 85S

height
(H)

 

80/3,1
mm/Inch

thick- 
ness (t)

 

mm/Inch

0,9 4 FLM 6x12

acc. incl.
  

m

92237708RW 85 FF 80/3,1 0,9 4 FLM 6x12 F
92

  

333424
  

RW 85 E3E3
 

80/3,1
 

0,9 4 FLM 6x12 E3
  

65

to separate wires and cables of different voltage levels or with different functions

Continuous perforation allows mounting without gradation. Slots (7x38 mm) are spaced at 100 mm.

 

Splice Plate for Barrier Strip
Weight
per 100

2

 

kg

 

237753

EAN
code

  

model no.

RTV 85 E2E2

height
(H)

 

79,5/3,1
mm/Inch

length
(A)

 

80/3,1
mm/Inch

 

pc.
65

for positive locking connections of barrier strips with proper electrical conductivity

Barrier strips are connected by means of a special splice plate.
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Mounting Clamp for Barrier Strip
Weight
per 100

2,4

 

kg

 

289707

EAN
code

  

model no.

KLWC 16G FK 6x10, GSM 406

acc. incl.
  

pc.

5570508KLWC 16 FF FK 6x10 E3, GSM 406 E3
5

  

341641
  

KLWC 16 E3E3 FK 6x10 E3, GSM 406 E3
  

65

for attaching barrier strips onto the transversal reinforcing fin of the long span cable trays or into the rungs
of the long span ladder (slot width 16 mm)

barrier strip RW...To be used for: 
insertable at any position of the rail

 

Extension Horizontal Tee
Weight
per 100

970

 

kg

 

905508

EAN
code

  

model no.

WRTA 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

205/8
mm/Inch

12 FLM 8x13 F

acc. incl.
  

pc.

1030905515WRTA 105.300S 105/4,1 305/11,9 12 FLM 8x13 F
1090905522WRTA 105.400S 105/4,1 405/15,8 12 FLM 8x13 F
1150905539WRTA 105.500S 105/4,1 505/19,7 12 FLM 8x13 F
1210905546WRTA 105.600S 105/4,1 605/23,6 12 FLM 8x13 F
970906000WRTA 105.200 FF 105/4,1 205/8 12 FLM 8x13 F
1030906017WRTA 105.300 FF 105/4,1 305/11,9 12 FLM 8x13 F
1090906024WRTA 105.400 FF 105/4,1 405/15,8 12 FLM 8x13 F
1150906031WRTA 105.500 FF 105/4,1 505/19,7 12 FLM 8x13 F
1210906048WRTA 105.600 FF 105/4,1 605/23,6 12 FLM 8x13 F
970

  

905652
  

WRTA 105.200E3E3
 

105/4,1
 

205/8 12 FLM 8x16 E3
  

N
1030905669WRTA 105.300E3E3 105/4,1 305/11,9 12 FLM 8x16 E3N
1090905676WRTA 105.400E3E3 105/4,1 105/4,1 12 FLM 8x16 E3N
1150905683WRTA 105.500E3E3 105/4,1 505/19,7 12 FLM 8x16 E3N
1210905690WRTA 105.600E3E3 105/4,1 605/23,6 12 FLM 8x16 E3N

69

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

 

Extension Horizontal Elbow
Weight
per 100

320

 

kg

 

318131

EAN
code

  

model no.

WAE 105S

height
(H)

 

106,5/4,2
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

320595730WAE 105 FF 106,5/4,2 6 FLM 8x13 F
320

  

846207
  

WAE 105 E3E3
 

106,5/4,2 6 FLM 8x16 E3
  

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rail with reinforcing fins, perforated for splices

to make 90° elbows and T-fittingsTo be used for: 

LONG SPAN CABLE TRAY
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Elbow 90°
Weight
per 100

820

 

kg

 

311705

EAN
code

  

model no.

WRB 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

970311804WRB 105.300S 105/4,1 300/11,7
1150311903WRB 105.400S 105/4,1 400/15,6
1350312009WRB 105.500S 105/4,1 500/19,5
1530312108WRB 105.600S 105/4,1 600/23,4
820588800WRB 105.200 FF 105/4,1 200/7,8
970588909WRB 105.300 FF 105/4,1 300/11,7
1150589005WRB 105.400 FF 105/4,1 400/15,6
1350589104WRB 105.500 FF 105/4,1 500/19,5
1530589203WRB 105.600 FF 105/4,1 600/23,4
820

  

724901
  

WRB 105.200 E3E3
 

105/4,1
 

200/7,8
 

970724925WRB 105.300 E3E3 105/4,1 300/11,7
1150724949WRB 105.400 E3E3 105/4,1 400/15,6
1350724963WRB 105.500 E3E3 105/4,1 500/19,5
1530724987WRB 105.600 E3E3 105/4,1 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

The splice plates WSV 105.390 have to be ordered seperately.

 

Horizontal Tee
Weight
per 100

1580

 

kg

 

312207

EAN
code

  

model no.

WRT 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1790312306WRT 105.300S 105/4,1 300/11,7
2030312405WRT 105.400S 105/4,1 400/15,6
2270312504WRT 105.500S 105/4,1 500/19,5
2540312603WRT 105.600S 105/4,1 600/23,4
1580589302WRT 105.200 FF 105/4,1 200/7,8
1790589401WRT 105.300 FF 105/4,1 300/11,7
2030589500WRT 105.400 FF 105/4,1 400/15,6
2270589609WRT 105.500 FF 105/4,1 500/19,5
2540589708WRT 105.600 FF 105/4,1 600/23,4
1580

  

725007
  

WRT 105.200 E3E3
 

105/4,1
 

200/7,8
 

1790725021WRT 105.300 E3E3 105/4,1 300/11,7
2030725045WRT 105.400 E3E3 105/4,1 400/15,6
2270725069WRT 105.500 E3E3 105/4,1 500/19,5
2540725083WRT 105.600 E3E3 105/4,1 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

The splice plates WSV 105.390 have to be ordered seperately.
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Horizontal Cross
Weight
per 100

2160

 

kg

 

312702

EAN
code

  

model no.

WRK 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

2400312801WRK 105.300S 105/4,1 300/11,7
2650312900WRK 105.400S 105/4,1 400/15,6
2920313006WRK 105.500S 105/4,1 500/19,5
3210313105WRK 105.600S 105/4,1 600/23,4
2160589807WRK 105.200 FF 105/4,1 200/7,8
2400589906WRK 105.300 FF 105/4,1 300/11,7
2650590001WRK 105.400 FF 105/4,1 400/15,6
2920590100WRK 105.500 FF 105/4,1 500/19,5
3210590209WRK 105.600 FF 105/4,1 600/23,4
2160

  

725106
  

WRK 105.200 E3E3
 

105/4,1
 

200/7,8
 

2400725120WRK 105.300 E3E3 105/4,1 300/11,7
2650725144WRK 105.400 E3E3 105/4,1 400/15,6
2920725168WRK 105.500 E3E3 105/4,1 500/19,5
3210725182WRK 105.600 E3E3 105/4,1 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

The splice plates WSV 105.390 have to be ordered seperately.

LONG SPAN CABLE TRAY
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Long Span Cable Tray
Weight
per 100

750

 

kg

 

313204

EAN
code

  

model no.

WRL 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

1,5

delivery
length

 

m

6

 

m

815313303WRL 150.300S 150/5,8 300/11,7 1,5 6
880313402WRL 150.400S 150/5,8 400/15,6 1,5 6
945313501WRL 150.500S 150/5,8 500/19,5 1,5 6
1010313600WRL 150.600S 150/5,8 600/23,4 1,5 6
750590506WRL 150.200 FF 150/5,8 200/7,8 1,5 6
815590605WRL 150.300 FF 150/5,8 300/11,7 1,5 6
880590704WRL 150.400 FF 150/5,8 400/15,6 1,5 6
945590803WRL 150.500 FF 150/5,8 500/19,5 1,5 6
1010590902WRL 150.600 FF 150/5,8 600/23,4 1,5 6
750

  

725502
  

WRL 150.200 E3E3
 

150/5,8
 

200/7,8
 

1,5
 

6
 

815725526WRL 150.300 E3E3 150/5,8 300/11,7 1,5 6
880725540WRL 150.400 E3E3 150/5,8 400/15,6 1,5 6
945725564WRL 150.500 E3E3 150/5,8 500/19,5 1,5 6
1010725588WRL 150.600 E3E3 150/5,8 600/23,4 1,5 6

Support Span (m)
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Specified load ratings are independant of splice plate location.

perforated side rails with reinforcing fins, perforated bottom plate with reinforcing fins in transverse direction

A bottom connection plate RSL… is included with every straight section of tray (width >= 400 mm)
also available in 3 meter length (same price per meter)

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

 

Long Span Cable Tray
solid

Weight
per 100

777

 

kg

 

313709

EAN
code

  

model no.

WRU 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

1,5

delivery
length

 

m

6

 

m

855313808WRU 150.300S 150/5,8 300/11,7 1,5 6
934313907WRU 150.400S 150/5,8 400/15,6 1,5 6
1014314003WRU 150.500S 150/5,8 500/19,5 1,5 6
1092314102WRU 150.600S 150/5,8 600/23,4 1,5 6
777591008WRU 150.200 FF 150/5,8 200/7,8 1,5 6
855591107WRU 150.300 FF 150/5,8 300/11,7 1,5 6
934591206WRU 150.400 FF 150/5,8 400/15,6 1,5 6
1014591305WRU 150.500 FF 150/5,8 500/19,5 1,5 6
1092591404WRU 150.600 FF 150/5,8 600/23,4 1,5 6

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction
A bottom connection plate RSL… is included with every straight section of tray (width >= 400 mm)
also available in 3 meter length (same price per meter)
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Long Span Cable Tray
Weight
per 100

950

 

kg

 

893300

EAN
code

  

model no.

WRLM 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

2

delivery
length

 

m

6

 

N

m

1015893317WRLM 150.300S 150/5,8 300/11,7 2 6N
1080893324WRLM 150.400S 150/5,8 400/15,6 2 6N
1145893331WRLM 150.500S 150/5,8 500/19,5 2 6N
1210893348WRLM 150.600S 150/5,8 600/23,4 2 6N
950893355WRLM 150.200 FF 150/5,8 200/7,8 2 6N
1015893362WRLM 150.300 FF 150/5,8 300/11,7 2 6N
1080893379WRLM 150.400 FF 150/5,8 400/15,6 2 6N
1145893386WRLM 150.500 FF 150/5,8 500/19,5 2 6N
1210893393WRLM 150.600 FF 150/5,8 600/23,4 2 6N

Support Span (m)
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)

Specified load ratings are independant of splice plate location.

perforated medium duty side rails with reinforcing fins, perforated bottom plate with reinforcing fins in
transverse direction
A bottom connection plate RSL… is included with every straight section of tray (width >= 400 mm)
also available in 3 meter length (same price per meter)

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

 

Splice Plate
Weight
per 100

180

 

kg

 

301706

EAN
code

  

model no.

WSV 150.500S

height
(H)

 

151,5/5,9
mm/Inch

width
B

 

500/19,5
mm/Inch

4 FLM 8x13 F

acc. incl.
  

pc.

180301805WSV 150.500 FF 151,5/5,9 500/19,5 4 FLM 8x13 F
180

  

340149
  

WSV 150.500 E3E3
 

151,5/5,9
 

500/19,5 4 FLM 8x16 E3
  

2 pieces required per joint

for positive locking connections of long span trays and ladders with proper electrical conductivity

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Adjustable Splice Plate
vertical

Weight
per 100

180

 

kg

 

305209

EAN
code

  

model no.

WSGV 150S

height
(H)

 

151,5/5,9
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

180593002WSGV 150 FF 151,5/5,9 6 FLM 8x13 F
180

  

726004
  

WSGV 150 E3E3
 

151,5/5,9 6 FLM 8x16 E3
  

2 pieces required per joint

for making vertical bends for long span trays and ladders, side rail height 150 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

LONG SPAN CABLE TRAY
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Adjustable Splice Plate
horizontal

Weight
per 100

180

 

kg

 

305407

EAN
code

  

model no.

WSWV 150S

height
(H)

 

151,5/5,9
mm/Inch

width
B

 

500/19,5
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

180593101WSWV 150 FF 151,5/5,9 500/19,5 6 FLM 8x13 F
180

  

726103
  

WSWV 150 E3E3
 

151,5/5,9
 

500/19,5 6 FLM 8x16 E3
  

2 pieces required per joint

for making horizontal elbows for long span trays and ladders, side rail height 150 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Barrier Strip
Weight
per 100

90

 

kg

 

251001

EAN
code

  

model no.

RW 110S

height
(H)

 

98/3,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

0,9 4 FLM 6x12

acc. incl.
  

m

90251100RW 110 FF 98/3,8 0,9 4 FLM 6x12 F
90251117RW 110 FDFD 98/3,8 0,9 4 FLM 6x12 F
92

  

333509
  

RW 110 E3E3
 

98/3,8
 

0,9 4 FLM 6x12 E3
  

65

to separate wires and cables of different voltage levels or with different functions

Continuous perforation allows mounting without gradation. Slots (7x38 mm) are spaced at 100 mm.

 

Splice Plate for Barrier Strip
Weight
per 100

3

 

kg

 

251162

EAN
code

  

model no.

RTV 110 E2E2

height
(H)

 

97,5/3,8
mm/Inch

length
(A)

 

80/3,1
mm/Inch

 

pc.
65

for positive locking connections of barrier strips with proper electrical conductivity

Barrier strips are connected by means of a special splice plate.

 

Mounting Clamp for Barrier Strip
Weight
per 100

2,4

 

kg

 

289707

EAN
code

  

model no.

KLWC 16G FK 6x10, GSM 406

acc. incl.
  

pc.

5570508KLWC 16 FF FK 6x10 E3, GSM 406 E3
5

  

341641
  

KLWC 16 E3E3 FK 6x10 E3, GSM 406 E3
  

65

for attaching barrier strips onto the transversal reinforcing fin of the long span cable trays or into the rungs
of the long span ladder (slot width 16 mm)

barrier strip RW...To be used for: 
insertable at any position of the rail
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Extension Horizontal Tee
Weight
per 100

970

 

kg

 

905553

EAN
code

  

model no.

WRTA 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

205/8
mm/Inch

12 FLM 8x13 F

acc. incl.
  

pc.

1030905560WRTA 150.300S 150/5,8 305/11,9 12 FLM 8x13 F
1090905577WRTA 150.400S 150/5,8 405/15,8 12 FLM 8x13 F
1150905584WRTA 150.500S 150/5,8 505/19,7 12 FLM 8x13 F
1210905591WRTA 150.600S 150/5,8 605/23,6 12 FLM 8x13 F
1020906055WRTA 150.200 FF 150/5,8 205/8 12 FLM 8x13 F
1080906062WRTA 150.300 FF 150/5,8 305/11,9 12 FLM 8x13 F
1140906079WRTA 150.400 FF 150/5,8 405/15,8 12 FLM 8x13 F
1200906086WRTA 150.500 FF 150/5,8 505/19,7 12 FLM 8x13 F
1260906093WRTA 150.600 FF 150/5,8 605/23,6 12 FLM 8x13 F
1020

  

905706
  

WRTA 150.200E3E3
 

150/5,8
 

205/8 12 FLM 8x16 E3
  

N
1080905713WRTA 150.300E3E3 150/5,8 305/11,9 12 FLM 8x16 E3N
1140905720WRTA 150.400E3E3 150/5,8 405/15,8 12 FLM 8x16 E3N
1200905737WRTA 150.500E3E3 150/5,8 500/19,5 12 FLM 8x16 E3N
1260905744WRTA 150.600E3E3 150/5,8 605/23,6 12 FLM 8x16 E3N

69

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

 

Extension Horizontal Elbow
Weight
per 100

340

 

kg

 

318162

EAN
code

  

model no.

WAE 150S

height
(H)

 

151,5/5,9
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

340595761WAE 150 FF 151,5/5,9 6 FLM 8x13 F
340

  

846252
  

WAE 150 E3E3
 

151,5/5,9 6 FLM 8x16 E3
  

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rail with reinforcing fins, perforated for splices

to make 90° elbows and T-fittingsTo be used for: 

 

Elbow 90°
Weight
per 100

950

 

kg

 

314201

EAN
code

  

model no.

WRB 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1120314300WRB 150.300S 150/5,8 300/11,7
1290314409WRB 150.400S 150/5,8 400/15,6
1500314508WRB 150.500S 150/5,8 500/19,5
1690314607WRB 150.600S 150/5,8 600/23,4
950591503WRB 150.200 FF 150/5,8 200/7,8
1120591602WRB 150.300 FF 150/5,8 300/11,7
1290591701WRB 150.400 FF 150/5,8 400/15,6
1500591800WRB 150.500 FF 150/5,8 500/19,5
1690591909WRB 150.600 FF 150/5,8 600/23,4
950

  

725601
  

WRB 150.200 E3E3
 

150/5,8
 

200/7,8
 

1120725625WRB 150.300 E3E3 150/5,8 300/11,7
1290725649WRB 150.400 E3E3 150/5,8 400/15,6
1500725663WRB 150.500 E3E3 150/5,8 500/19,5
1690725687WRB 150.600 E3E3 150/5,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

The splice plates WSV 150.500 have to be ordered seperately.

LONG SPAN CABLE TRAY
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Horizontal Tee
Weight
per 100

1760

 

kg

 

314706

EAN
code

  

model no.

WRT 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1990314805WRT 150.300S 150/5,8 300/11,7
2230314904WRT 150.400S 150/5,8 400/15,6
2450315000WRT 150.500S 150/5,8 500/19,5
2750315109WRT 150.600S 150/5,8 600/23,4
1760592005WRT 150.200 FF 150/5,8 200/7,8
1990592104WRT 150.300 FF 150/5,8 300/11,7
2230592203WRT 150.400 FF 150/5,8 400/15,6
2450592302WRT 150.500 FF 150/5,8 500/19,5
2750592401WRT 150.600 FF 150/5,8 600/23,4
1760

  

725700
  

WRT 150.200 E3E3
 

150/5,8
 

200/7,8
 

1990725724WRT 150.300 E3E3 150/5,8 300/11,7
2230725748WRT 150.400 E3E3 150/5,8 400/15,6
2450725762WRT 150.500 E3E3 150/5,8 500/19,5
2750725786WRT 150.600 E3E3 150/5,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

The splice plates WSV 150.500 have to be ordered seperately.

 

Horizontal Cross
Weight
per 100

2380

 

kg

 

315208

EAN
code

  

model no.

WRK 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

2620315307WRK 150.300S 150/5,8 300/11,7
2870315406WRK 150.400S 150/5,8 400/15,6
3140315505WRK 150.500S 150/5,8 500/19,5
3430315604WRK 150.600S 150/5,8 600/23,4
2380592500WRK 150.200 FF 150/5,8 200/7,8
2620592609WRK 150.300 FF 150/5,8 300/11,7
2870592708WRK 150.400 FF 150/5,8 400/15,6
3140592807WRK 150.500 FF 150/5,8 500/19,5
3430592906WRK 150.600 FF 150/5,8 600/23,4
2380

  

725809
  

WRK 150.200 E3E3
 

150/5,8
 

200/7,8
 

2620725823WRK 150.300 E3E3 150/5,8 300/11,7
2870725847WRK 150.400 E3E3 150/5,8 400/15,6
3140725861WRK 150.500 E3E3 150/5,8 500/19,5
3430725885WRK 150.600 E3E3 150/5,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

The splice plates WSV 150.500 have to be ordered seperately.
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Long Span Cable Tray
Weight
per 100

870

 

kg

 

315703

EAN
code

  

model no.

WRL 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

1,5

delivery
length

 

m

6

 

m

935315802WRL 200.300S 200/7,8 300/11,7 1,5 6
1000315901WRL 200.400S 200/7,8 400/15,6 1,5 6
1065316007WRL 200.500S 200/7,8 500/19,5 1,5 6
1130316106WRL 200.600S 200/7,8 600/23,4 1,5 6
870593200WRL 200.200 FF 200/7,8 200/7,8 1,5 6
935593309WRL 200.300 FF 200/7,8 300/11,7 1,5 6
1000593408WRL 200.400 FF 200/7,8 400/15,6 1,5 6
1065593507WRL 200.500 FF 200/7,8 500/19,5 1,5 6
1130593606WRL 200.600 FF 200/7,8 600/23,4 1,5 6

Support Span (m)U
ni

fo
rm

ly
 d

is
tr

ib
ut

ed
 lo

ad
 q

 (K
N

/m
)

Specified load ratings are independant of splice plate location.

perforated side rails with reinforcing fins, perforated bottom plate with reinforcing fins in transverse direction

A bottom connection plate RSL… is included with every straight section of tray (width >= 400 mm)
also available in 3 meter length (same price per meter)

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

 

Long Span Cable Tray
solid

Weight
per 100

897

 

kg

 

316205

EAN
code

  

model no.

WRU 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

1,5

delivery
length

 

m

6

 

m

975316304WRU 200.300S 200/7,8 300/11,7 1,5 6
1054316403WRU 200.400S 200/7,8 400/15,6 1,5 6
1134316502WRU 200.500S 200/7,8 500/19,5 1,5 6
1204316601WRU 200.600S 200/7,8 600/23,4 1,5 6
897593705WRU 200.200 FF 200/7,8 200/7,8 1,5 6
975593804WRU 200.300 FF 200/7,8 300/11,7 1,5 6
1054593903WRU 200.400 FF 200/7,8 400/15,6 1,5 6
1134594009WRU 200.500 FF 200/7,8 500/19,5 1,5 6
1204594108WRU 200.600 FF 200/7,8 600/23,4 1,5 6

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction
A bottom connection plate RSL… is included with every straight section of tray (width >= 400 mm)
also available in 3 meter length (same price per meter)

 

Splice Plate
Weight
per 100

220

 

kg

 

306107

EAN
code

  

model no.

WSV 200.500S

height
(H)

 

201,5/7,9
mm/Inch

width
B

 

500/19,5
mm/Inch

4 FLM 8x13 F

acc. incl.
  

pc.

220594207WSV 200.500 FF 201,5/7,9 500/19,5 4 FLM 8x13 F

2 pieces required per joint

for positive locking connections of long span trays and ladders with proper electrical conductivity

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

LONG SPAN CABLE TRAY
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Adjustable Splice Plate
vertical

Weight
per 100

285

 

kg

 

307708

EAN
code

  

model no.

WSGV 200S

height
(H)

 

201,5/7,9
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

220595808WSGV 200 FF 201,5/7,9 6 FLM 8x13 F

2 pieces required per joint

for making vertical bends for long span trays and ladders, side rail height 200 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Adjustable Splice Plate
horizontal

Weight
per 100

161,5

 

kg

 

307807

EAN
code

  

model no.

WSWV 200S

height
(H)

 

201,5/7,9
mm/Inch

width
B

 

500/19,5
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

220595907WSWV 200 FF 201,5/7,9 500/19,5 6 FLM 8x13 F

2 pieces required per joint

for making horizontal elbows for long span trays and ladders, side rail height 200 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Barrier Strip
Weight
per 100

90

 

kg

 

251001

EAN
code

  

model no.

RW 110S

height
(H)

 

98/3,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

0,9 4 FLM 6x12

acc. incl.
  

m

90251100RW 110 FF 98/3,8 0,9 4 FLM 6x12 F

65

to separate wires and cables of different voltage levels or with different functions

Continuous perforation allows mounting without gradation. Slots (7x38 mm) are spaced at 100 mm.

 

Splice Plate for Barrier Strip
Weight
per 100

3

 

kg

 

251162

EAN
code

  

model no.

RTV 110 E2E2

height
(H)

 

97,5/3,8
mm/Inch

length
(A)

 

80/3,1
mm/Inch

 

pc.
65

for positive locking connections of barrier strips with proper electrical conductivity

Barrier strips are connected by means of a special splice plate.

 

Mounting Clamp for Barrier Strip
Weight
per 100

2,4

 

kg

 

289707

EAN
code

  

model no.

KLWC 16G FK 6x10, GSM 406

acc. incl.
  

pc.

5570508KLWC 16 FF FK 6x10 E3, GSM 406 E3

65

for attaching barrier strips onto the transversal reinforcing fin of the long span cable trays or into the rungs
of the long span ladder (slot width 16 mm)

barrier strip RW...To be used for: 
insertable at any position of the rail
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Extension Horizontal Tee
Weight
per 100

1170

 

kg

 

905607

EAN
code

  

model no.

WRTA 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

205/8
mm/Inch

12 FLM 8x13 F

acc. incl.
  

pc.

1230905614WRTA 200.300S 200/7,8 305/11,9 12 FLM 8x13 F
1290905621WRTA 200.400S 200/7,8 405/15,8 12 FLM 8x13 F
1350905638WRTA 200.500S 200/7,8 505/19,7 12 FLM 8x13 F
1410905645WRTA 200.600S 200/7,8 605/23,6 12 FLM 8x13 F
1170906109WRTA 200.200 FF 200/7,8 205/8 12 FLM 8x13 F
1230906116WRTA 200.300 FF 200/7,8 305/11,9 12 FLM 8x13 F
1290906123WRTA 200.400 FF 200/7,8 405/15,8 12 FLM 8x13 F
1350906130WRTA 200.500 FF 200/7,8 505/19,7 12 FLM 8x13 F
1410906147WRTA 200.600 FF 200/7,8 605/23,6 12 FLM 8x13 F

69

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

 

Extension Horizontal Elbow
Weight
per 100

410

 

kg

 

318193

EAN
code

  

model no.

WAE 200S

height
(H)

 

201,5/7,9
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

410595792WAE 200 FF 201,5/7,9 6 FLM 8x13 F

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rail with reinforcing fins, perforated for splices

to make 90° elbows and T-fittingsTo be used for: 

 

Elbow 90°
Weight
per 100

1100

 

kg

 

316700

EAN
code

  

model no.

WRB 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1270316809WRB 200.300S 200/7,8 300/11,7
1460316908WRB 200.400S 200/7,8 400/15,6
1680317004WRB 200.500S 200/7,8 500/19,5
1880317103WRB 200.600S 200/7,8 600/23,4
1100594306WRB 200.200 FF 200/7,8 200/7,8
1270594405WRB 200.300 FF 200/7,8 300/11,7
1460594504WRB 200.400 FF 200/7,8 400/15,6
1680594603WRB 200.500 FF 200/7,8 500/19,5
1880594702WRB 200.600 FF 200/7,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

The splice plates WSV 200.500 have to be ordered seperately.

LONG SPAN CABLE TRAY
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Horizontal Tee
Weight
per 100

1980

 

kg

 

317202

EAN
code

  

model no.

WRT 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

2210317301WRT 200.300S 200/7,8 300/11,7
2460317400WRT 200.400S 200/7,8 400/15,6
2710317509WRT 200.500S 200/7,8 500/19,5
2980317608WRT 200.600S 200/7,8 600/23,4
1980594801WRT 200.200 FF 200/7,8 200/7,8
2210594900WRT 200.300 FF 200/7,8 300/11,7
2460595006WRT 200.400 FF 200/7,8 400/15,6
2710595105WRT 200.500 FF 200/7,8 500/19,5
2980595204WRT 200.600 FF 200/7,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

The splice plates WSV 200.500 have to be ordered seperately.

 

Horizontal Cross
Weight
per 100

2630

 

kg

 

317707

EAN
code

  

model no.

WRK 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

2870317806WRK 200.300S 200/7,8 300/11,7
3120317905WRK 200.400S 200/7,8 400/15,6
3390318001WRK 200.500S 200/7,8 500/19,5
3680318100WRK 200.600S 200/7,8 600/23,4
2630595303WRK 200.200 FF 200/7,8 200/7,8
2870595402WRK 200.300 FF 200/7,8 300/11,7
3120595501WRK 200.400 FF 200/7,8 400/15,6
3390595600WRK 200.500 FF 200/7,8 500/19,5
3680595709WRK 200.600 FF 200/7,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, solid bottom plate with reinforcing fins in
transverse direction

The splice plates WSV 200.500 have to be ordered seperately.
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Bottom Connection Plate
for additional requirements

Weight
per 100

27

 

kg

 

305445

EAN
code

  

model no.

RSL 400S

width
B

 

389/15,2
mm/Inch

4 FLM 6x12

acc. incl.
  

pc.

34305469RSL 500S 489/19,1 4 FLM 6x12
41305483RSL 600S 589/23 4 FLM 6x12
27593149RSL 400 FF 389/15,2 4 FLM 6x12 F
34424214RSL 500 FF 489/19,1 4 FLM 6x12 F
41593187RSL 600 FF 589/23 4 FLM 6x12 F
25

  

726202
  

RSL 400 E3E3
 

389/15,2 4 FLM 6x12 E3
  

35726301RSL 500 E3E3 489/19,1 4 FLM 6x12 E3
35726400RSL 600 E3E3 589/23 4 FLM 6x12 E3

for stabilizing the bottom plate of long span cable trays starting at 400 mm width

 

Mounting Plate
Weight
per 100

50

 

kg

 

206148

EAN
code

  

model no.

RMP 130S 2 FLM 6x12

acc. incl.
  

pc.

50206162RMP 130 FF 2 FLM 6x12 F
30,5

  

769728
  

RMP 130 E3E3 2 FLM 6x12 E3
  

for mounting distribution or junction boxes

 

Edge Protection Plate
Weight
per 100

10

 

kg

 

270408

EAN
code

  

model no.

RKB 200S

width
B

 

192/7,5
mm/Inch

2 FLM 6x12

acc. incl.
  

pc.

15270606RKB 300S 292/11,4 2 FLM 6x12
20270705RKB 400S 392/15,3 2 FLM 6x12
25270804RKB 500S 492/19,2 2 FLM 6x12
31271009RKB 600S 592/23,1 2 FLM 6x12
10563708RKB 200 FF 192/7,5 2 FLM 6x12 F
15563906RKB 300 FF 292/11,4 2 FLM 6x12 F
20564002RKB 400 FF 392/15,3 2 FLM 6x12 F
25564101RKB 500 FF 492/19,2 2 FLM 6x12 F
31564309RKB 600 FF 592/23,1 2 FLM 6x12 F
10

  

335602
  

RKB 200 E3E3
 

192/7,5 2 FLM 6x12 E3
  

15335701RKB 300 E3E3 292/11,4 2 FLM 6x12 E3
20335800RKB 400 E3E3 392/15,3 2 FLM 6x12 E3
25335909RKB 500 E3E3 492/19,2 2 FLM 6x12 E3
30336104RKB 600 E3E3 592/23,1 2 FLM 6x12 E3

53

To prevent accidents and injuries you must install edge protection plates! Hole pattern may vary
based on width of tray. You will find more detailed information in the installation instructions.

to reinforce the bottom of cable trays
with rounded edges to protect cables at the joint

LONG SPAN CABLE TRAY ACCESSORIES
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LONG SPAN CABLE LADDER
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LONG SPAN CABLE LADDER
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Long Span Cable Ladder
Weight
per 100

534

 

kg

 

300600

EAN
code

  

model no.

WSL 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

1,5

delivery
length

 

m

6

 

m

559300709WSL 105.300S 105/4,1 300/11,7 1,5 6
584300808WSL 105.400S 105/4,1 400/15,6 1,5 6
609300907WSL 105.500S 105/4,1 500/19,5 1,5 6
634301003WSL 105.600S 105/4,1 600/23,4 1,5 6
534577606WSL 105.200 FF 105/4,1 200/7,8 1,5 6
559577705WSL 105.300 FF 105/4,1 300/11,7 1,5 6
584577804WSL 105.400 FF 105/4,1 400/15,6 1,5 6
609577903WSL 105.500 FF 105/4,1 500/19,5 1,5 6
634578009WSL 105.600 FF 105/4,1 600/23,4 1,5 6
534

  

726509
  

WSL 105.200 E3E3
 

105/4,1
 

200/7,8
 

1,5
 

6
 

559726523WSL 105.300 E3E3 105/4,1 300/11,7 1,5 6
584726547WSL 105.400 E3E3 105/4,1 400/15,6 1,5 6
609726561WSL 105.500 E3E3 105/4,1 500/19,5 1,5 6
634726585WSL 105.600 E3E3 105/4,1 600/23,4 1,5 6

Support Span (m)U
ni

fo
rm

ly
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is
tr

ib
ut

ed
 lo

ad
 q

 (K
N

/m
)

Specified load ratings are independant of splice plate location.

68

HDG finish, bottom of side rails non perforated

perforated side rails with reinforcing fins, riveted C-rail rungs with 16 mm slot width

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Splice Plate
Weight
per 100

118,5

 

kg

 

301959

EAN
code

  

model no.

WSV 105.390S

height
(H)

 

106,5/4,2
mm/Inch

width
B

 

390/15,2
mm/Inch

4 FLM 8x13 F

acc. incl.
  

pc.

121,5302055WSV 105.390 FF 106,5/4,2 390/15,2 4 FLM 8x13 F
80

  

340132
  

WSV 105.390 E3E3
 

106,5/4,2
 

390/15,2 4 FLM 8x16 E3
  

68

2 pieces required per joint

for positive locking connections of long span trays and ladders with proper electrical conductivity

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Adjustable Splice Plate
vertical

Weight
per 100

100

 

kg

 

305100

EAN
code

  

model no.

WSGV 105S

height
(H)

 

106,5/4,2
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

100590308WSGV 105 FF 106,5/4,2 6 FLM 8x13 F
100

  

725304
  

WSGV 105 E3E3
 

106,5/4,2 6 FLM 8x16 E3
  

2 pieces required per joint

for making vertical bends for long span trays and ladders, side rail height 105 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..
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Adjustable Splice Plate
horizontal

Weight
per 100

93

 

kg

 

305377

EAN
code

  

model no.

WSWV 105.390S

height
(H)

 

106,5/4,2
mm/Inch

width
B

 

390/15,2
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

93590452WSWV 105.390 FF 106,5/4,2 390/15,2 6 FLM 8x13 F
93

  

725458
  

WSWV 105.390E3E3
 

106,5/4,2
 

390/15,2 6 FLM 8x16 E3
  

2 pieces required per joint

for making horizontal elbows for long span trays and ladders, side rail height 105 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Barrier Strip
Weight
per 100

92

 

kg

 

237609

EAN
code

  

model no.

RW 85S

height
(H)

 

80/3,1
mm/Inch

thick- 
ness (t)

 

mm/Inch

0,9 4 FLM 6x12

acc. incl.
  

m

92237708RW 85 FF 80/3,1 0,9 4 FLM 6x12 F
92

  

333424
  

RW 85 E3E3
 

80/3,1
 

0,9 4 FLM 6x12 E3
  

65

to separate wires and cables of different voltage levels or with different functions

Continuous perforation allows mounting without gradation. Slots (7x38 mm) are spaced at 100 mm.

 

Splice Plate for Barrier Strip
Weight
per 100

2

 

kg

 

237753

EAN
code

  

model no.

RTV 85 E2E2

height
(H)

 

79,5/3,1
mm/Inch

length
(A)

 

80/3,1
mm/Inch

 

pc.
65

for positive locking connections of barrier strips with proper electrical conductivity

Barrier strips are connected by means of a special splice plate.

 

Mounting Clamp for Barrier Strip
Weight
per 100

2,4

 

kg

 

289707

EAN
code

  

model no.

KLWC 16G FK 6x10, GSM 406

acc. incl.
  

pc.

5570508KLWC 16 FF FK 6x10 E3, GSM 406 E3
5

  

341641
  

KLWC 16 E3E3 FK 6x10 E3, GSM 406 E3
  

65

for attaching barrier strips onto the transversal reinforcing fin of the long span cable trays or into the rungs
of the long span ladder (slot width 16 mm)

barrier strip RW...To be used for: 
insertable at any position of the rail

LONG SPAN CABLE LADDER
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Extension Horizontal Tee
Weight
per 100

750

 

kg

 

905355

EAN
code

  

model no.

WSTA 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

205/8
mm/Inch

12 FLM 8x13 F

acc. incl.
  

pc.

775905362WSTA 105.300S 105/4,1 305/11,9 12 FLM 8x13 F
800905379WSTA 105.400S 105/4,1 405/15,8 12 FLM 8x13 F
825905386WSTA 105.500S 105/4,1 505/19,7 12 FLM 8x13 F
845905393WSTA 105.600S 105/4,1 605/23,6 12 FLM 8x13 F
750905850WSTA 105.200 FF 105/4,1 205/8 12 FLM 8x13 F
775905867WSTA 105.300 FF 105/4,1 305/11,9 12 FLM 8x13 F
800905874WSTA 105.400 FF 105/4,1 405/15,8 12 FLM 8x13 F
825905881WSTA 105.500 FF 105/4,1 505/19,7 12 FLM 8x13 F
845905898WSTA 105.600 FF 105/4,1 605/23,6 12 FLM 8x13 F
970

  

905751
  

WSTA 105.200E3E3
 

105/4,1
 

205/8 12 FLM 8x16 E3
  

1030905768WSTA 105.300E3E3 105/4,1 305/11,9 12 FLM 8x16 E3
1090905775WSTA 105.400E3E3 105/4,1 405/15,8 12 FLM 8x16 E3
1150905782WSTA 105.500E3E3 105/4,1 505/19,7 12 FLM 8x16 E3
1210905799WSTA 105.600E3E3 105/4,1 605/23,6 12 FLM 8x16 E3
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The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Extension Horizontal Elbow
Weight
per 100

320

 

kg

 

318131

EAN
code

  

model no.

WAE 105S

height
(H)

 

106,5/4,2
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

320595730WAE 105 FF 106,5/4,2 6 FLM 8x13 F
320

  

846207
  

WAE 105 E3E3
 

106,5/4,2 6 FLM 8x16 E3
  

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rail with reinforcing fins, perforated for splices

to make 90° elbows and T-fittingsTo be used for: 

 

Elbow 90°
Weight
per 100

650

 

kg

 

302109

EAN
code

  

model no.

WSB 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

740302208WSB 105.300S 105/4,1 300/11,7
830302307WSB 105.400S 105/4,1 400/15,6
920302406WSB 105.500S 105/4,1 500/19,5
1000302505WSB 105.600S 105/4,1 600/23,4
650578108WSB 105.200 FF 105/4,1 200/7,8
740578207WSB 105.300 FF 105/4,1 300/11,7
830578306WSB 105.400 FF 105/4,1 400/15,6
920578405WSB 105.500 FF 105/4,1 500/19,5
1000578504WSB 105.600 FF 105/4,1 600/23,4
650

  

726608
  

WSB 105.200 E3E3
 

105/4,1
 

200/7,8
 

740726622WSB 105.300 E3E3 105/4,1 300/11,7
830726646WSB 105.400 E3E3 105/4,1 400/15,6
920726660WSB 105.500 E3E3 105/4,1 500/19,5
1000726684WSB 105.600 E3E3 105/4,1 600/23,4
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The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

The splice plates WSV 105.390 have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.
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Horizontal Tee
Weight
per 100

1240

 

kg

 

303106

EAN
code

  

model no.

WST 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1400303205WST 105.300S 105/4,1 300/11,7
1560303304WST 105.400S 105/4,1 400/15,6
1750303403WST 105.500S 105/4,1 500/19,5
1940303502WST 105.600S 105/4,1 600/23,4
1240578603WST 105.200 FF 105/4,1 200/7,8
1400578702WST 105.300 FF 105/4,1 300/11,7
1560578801WST 105.400 FF 105/4,1 400/15,6
1750578900WST 105.500 FF 105/4,1 500/19,5
1940579006WST 105.600 FF 105/4,1 600/23,4
1240

  

726707
  

WST 105.200 E3E3
 

105/4,1
 

200/7,8
 

1400726721WST 105.300 E3E3 105/4,1 300/11,7
1560726745WST 105.400 E3E3 105/4,1 400/15,6
1750726769WST 105.500 E3E3 105/4,1 500/19,5
1940726783WST 105.600 E3E3 105/4,1 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

The splice plates WSV 105.390 have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Horizontal Cross
Weight
per 100

1730

 

kg

 

304103

EAN
code

  

model no.

WSK 105.200S

height
(H)

 

105/4,1
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1930304202WSK 105.300S 105/4,1 300/11,7
2180304301WSK 105.400S 105/4,1 400/15,6
2490304400WSK 105.500S 105/4,1 500/19,5
2660304509WSK 105.600S 105/4,1 600/23,4
1730579105WSK 105.200 FF 105/4,1 200/7,8
1930579204WSK 105.300 FF 105/4,1 300/11,7
2180579303WSK 105.400 FF 105/4,1 400/15,6
2490579402WSK 105.500 FF 105/4,1 500/19,5
2660579501WSK 105.600 FF 105/4,1 600/23,4
1730

  

726806
  

WSK 105.200 E3E3
 

105/4,1
 

200/7,8
 

1930726820WSK 105.300 E3E3 105/4,1 300/11,7
2180726844WSK 105.400 E3E3 105/4,1 400/15,6
2490726868WSK 105.500 E3E3 105/4,1 500/19,5
2660726882WSK 105.600 E3E3 105/4,1 600/23,4
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The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

The splice plates WSV 105.390 have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

LONG SPAN CABLE LADDER
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Long Span Cable Ladder
Weight
per 100

560

 

kg

 

301102

EAN
code

  

model no.

WSL 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

1,5

delivery
length

 

m

6

 

m

637301201WSL 150.300S 150/5,8 300/11,7 1,5 6
660301300WSL 150.400S 150/5,8 400/15,6 1,5 6
684301508WSL 150.500S 150/5,8 500/19,5 1,5 6
707301607WSL 150.600S 150/5,8 600/23,4 1,5 6
560579600WSL 150.200 FF 150/5,8 200/7,8 1,5 6
637579709WSL 150.300 FF 150/5,8 300/11,7 1,5 6
660579808WSL 150.400 FF 150/5,8 400/15,6 1,5 6
684579907WSL 150.500 FF 150/5,8 500/19,5 1,5 6
707580002WSL 150.600 FF 150/5,8 600/23,4 1,5 6
560

  

727001
  

WSL 150.200 E3E3
 

150/5,8
 

200/7,8
 

1,5
 

6
 

637727025WSL 150.300 E3E3 150/5,8 300/11,7 1,5 6
660727049WSL 150.400 E3E3 150/5,8 400/15,6 1,5 6
684727063WSL 150.500 E3E3 150/5,8 500/19,5 1,5 6
707727087WSL 150.600 E3E3 150/5,8 600/23,4 1,5 6

Support Span (m)U
ni

fo
rm

ly
 d

is
tr

ib
ut

ed
 lo

ad
 q

 (K
N

/m
)

Specified load ratings are independant of splice plate location.

HDG finish, bottom of side rails non perforated

perforated side rails with reinforcing fins, riveted C-rail rungs with 16 mm slot width

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.
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Long Span Cable Ladder
Weight
per 100

740

 

kg

 

893409

EAN
code

  

model no.

WSLM 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

2

delivery
length

 

m

6

 

N

m

840893416WSLM 150.300S 150/5,8 300/11,7 2 6N
860893423WSLM 150.400S 150/5,8 400/15,6 2 6N
880893430WSLM 150.500S 150/5,8 500/19,5 2 6N
900893447WSLM 150.600S 150/5,8 600/23,4 2 6N
740579518WSLM 150.200 FF 150/5,8 200/7,8 2 6N
840579525WSLM 150.300 FF 150/5,8 300/11,7 2 6N
860579532WSLM 150.400 FF 150/5,8 400/15,6 2 6N
880579549WSLM 150.500 FF 150/5,8 500/19,5 2 6N
900579556WSLM 150.600 FF 150/5,8 600/23,4 2 6N

Support Span (m)U
ni

fo
rm

ly
 d

is
tr

ib
ut

ed
 lo

ad
 q

 (K
N

/m
)

Specified load ratings are independant of splice plate location.

HDG finish, bottom of side rails non perforated

perforated medium duty side rails with reinforcing fins, riveted C-rail rungs with 16 mm slot width

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Splice Plate
Weight
per 100

180

 

kg

 

301706

EAN
code

  

model no.

WSV 150.500S

height
(H)

 

151,5/5,9
mm/Inch

width
B

 

500/19,5
mm/Inch

4 FLM 8x13 F

acc. incl.
  

pc.

180301805WSV 150.500 FF 151,5/5,9 500/19,5 4 FLM 8x13 F
180

  

340149
  

WSV 150.500 E3E3
 

151,5/5,9
 

500/19,5 4 FLM 8x16 E3
  

2 pieces required per joint

for positive locking connections of long span trays and ladders with proper electrical conductivity

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Adjustable Splice Plate
vertical

Weight
per 100

180

 

kg

 

305209

EAN
code

  

model no.

WSGV 150S

height
(H)

 

151,5/5,9
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

180593002WSGV 150 FF 151,5/5,9 6 FLM 8x13 F
180

  

726004
  

WSGV 150 E3E3
 

151,5/5,9 6 FLM 8x16 E3
  

2 pieces required per joint

for making vertical bends for long span trays and ladders, side rail height 150 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

LONG SPAN CABLE LADDER
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Adjustable Splice Plate
horizontal

Weight
per 100

180

 

kg

 

305407

EAN
code

  

model no.

WSWV 150S

height
(H)

 

151,5/5,9
mm/Inch

width
B

 

500/19,5
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

180593101WSWV 150 FF 151,5/5,9 500/19,5 6 FLM 8x13 F
180

  

726103
  

WSWV 150 E3E3
 

151,5/5,9
 

500/19,5 6 FLM 8x16 E3
  

2 pieces required per joint

for making horizontal elbows for long span trays and ladders, side rail height 150 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Barrier Strip
Weight
per 100

90

 

kg

 

251001

EAN
code

  

model no.

RW 110S

height
(H)

 

98/3,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

0,9 4 FLM 6x12

acc. incl.
  

m

90251100RW 110 FF 98/3,8 0,9 4 FLM 6x12 F
92

  

333509
  

RW 110 E3E3
 

98/3,8
 

0,9 4 FLM 6x12 E3
  

65

to separate wires and cables of different voltage levels or with different functions

Continuous perforation allows mounting without gradation. Slots (7x38 mm) are spaced at 100 mm.

 

Splice Plate for Barrier Strip
Weight
per 100

3

 

kg

 

251162

EAN
code

  

model no.

RTV 110 E2E2

height
(H)

 

97,5/3,8
mm/Inch

length
(A)

 

80/3,1
mm/Inch

 

pc.
65

for positive locking connections of barrier strips with proper electrical conductivity

Barrier strips are connected by means of a special splice plate.

 

Mounting Clamp for Barrier Strip
Weight
per 100

2,4

 

kg

 

289707

EAN
code

  

model no.

KLWC 16G FK 6x10, GSM 406

acc. incl.
  

pc.

5570508KLWC 16 FF FK 6x10 E3, GSM 406 E3
5

  

341641
  

KLWC 16 E3E3 FK 6x10 E3, GSM 406 E3
  

65

for attaching barrier strips onto the transversal reinforcing fin of the long span cable trays or into the rungs
of the long span ladder (slot width 16 mm)

barrier strip RW...To be used for: 
insertable at any position of the rail
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Extension Horizontal Tee
Weight
per 100

805

 

kg

 

905409

EAN
code

  

model no.

WSTA 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

205/8
mm/Inch

12 FLM 8x13 F

acc. incl.
  

pc.

830905416WSTA 150.300S 150/5,8 305/11,9 12 FLM 8x13 F
850905423WSTA 150.400S 150/5,8 405/15,8 12 FLM 8x13 F
875905430WSTA 150.500S 150/5,8 505/19,7 12 FLM 8x13 F
900905447WSTA 150.600S 150/5,8 605/23,6 12 FLM 8x13 F
805905904WSTA 150.200 FF 150/5,8 205/8 12 FLM 8x13 F
830905911WSTA 150.300 FF 150/5,8 305/11,9 12 FLM 8x13 F
850905928WSTA 150.400 FF 150/5,8 405/15,8 12 FLM 8x13 F
875905935WSTA 150.500 FF 150/5,8 505/19,7 12 FLM 8x13 F
900905942WSTA 150.600 FF 150/5,8 605/23,6 12 FLM 8x13 F
1020

  

905805
  

WSTA 150.200E3E3
 

150/5,8
 

205/8 12 FLM 8x16 E3
  

1080905812WSTA 150.300E3E3 150/5,8 305/11,9 12 FLM 8x16 E3
1140905829WSTA 150.400E3E3 150/5,8 405/15,8 12 FLM 8x16 E3
1200905836WSTA 150.500E3E3 150/5,8 505/19,7 12 FLM 8x16 E3
1260905843WSTA 150.600E3E3 150/5,8 605/23,6 12 FLM 8x16 E3

69

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Extension Horizontal Elbow
Weight
per 100

340

 

kg

 

318162

EAN
code

  

model no.

WAE 150S

height
(H)

 

151,5/5,9
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

340595761WAE 150 FF 151,5/5,9 6 FLM 8x13 F
340

  

846252
  

WAE 150 E3E3
 

151,5/5,9 6 FLM 8x16 E3
  

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rail with reinforcing fins, perforated for splices

to make 90° elbows and T-fittingsTo be used for: 

 

Elbow 90°
Weight
per 100

700

 

kg

 

302604

EAN
code

  

model no.

WSB 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

745302703WSB 150.300S 150/5,8 300/11,7
800302802WSB 150.400S 150/5,8 400/15,6
855302901WSB 150.500S 150/5,8 500/19,5
910303007WSB 150.600S 150/5,8 600/23,4
700580101WSB 150.200 FF 150/5,8 200/7,8
745580200WSB 150.300 FF 150/5,8 300/11,7
800580309WSB 150.400 FF 150/5,8 400/15,6
855580408WSB 150.500 FF 150/5,8 500/19,5
910580507WSB 150.600 FF 150/5,8 600/23,4
700

  

727100
  

WSB 150.200 E3E3
 

150/5,8
 

200/7,8
 

780727124WSB 150.300 E3E3 150/5,8 300/11,7
850727148WSB 150.400 E3E3 150/5,8 400/15,6
960727162WSB 150.500 E3E3 150/5,8 500/19,5
1050727186WSB 150.600 E3E3 150/5,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

The splice plates WSV 150.500 have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

LONG SPAN CABLE LADDER
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Horizontal Tee
Weight
per 100

1390

 

kg

 

303601

EAN
code

  

model no.

WST 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1510303700WST 150.300S 150/5,8 300/11,7
1630303809WST 150.400S 150/5,8 400/15,6
1790303908WST 150.500S 150/5,8 500/19,5
1950304004WST 150.600S 150/5,8 600/23,4
1390580606WST 150.200 FF 150/5,8 200/7,8
1510580705WST 150.300 FF 150/5,8 300/11,7
1630580804WST 150.400 FF 150/5,8 400/15,6
1790580903WST 150.500 FF 150/5,8 500/19,5
1950581009WST 150.600 FF 150/5,8 600/23,4
1390

  

727209
  

WST 150.200 E3E3
 

150/5,8
 

200/7,8
 

1510727223WST 150.300 E3E3 150/5,8 300/11,7
1630727247WST 150.400 E3E3 150/5,8 400/15,6
1790727261WST 150.500 E3E3 150/5,8 500/19,5
1980727285WST 150.600 E3E3 150/5,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

The splice plates WSV 150.500 have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Horizontal Cross
Weight
per 100

1970

 

kg

 

304608

EAN
code

  

model no.

WSK 150.200S

height
(H)

 

150/5,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

2120304707WSK 150.300S 150/5,8 300/11,7
2330304806WSK 150.400S 150/5,8 400/15,6
2490304905WSK 150.500S 150/5,8 500/19,5
2660305001WSK 150.600S 150/5,8 600/23,4
1970581108WSK 150.200 FF 150/5,8 200/7,8
2120581207WSK 150.300 FF 150/5,8 300/11,7
2330581306WSK 150.400 FF 150/5,8 400/15,6
2490581405WSK 150.500 FF 150/5,8 500/19,5
2660581504WSK 150.600 FF 150/5,8 600/23,4
1970

  

727308
  

WSK 150.200 E3E3
 

150/5,8
 

200/7,8
 

2120727322WSK 150.300 E3E3 150/5,8 300/11,7
2330727346WSK 150.400 E3E3 150/5,8 400/15,6
2590727360WSK 150.500 E3E3 150/5,8 500/19,5
2760727384WSK 150.600 E3E3 150/5,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

The splice plates WSV 150.500 have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.
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Long Span Cable Ladder
Weight
per 100

792

 

kg

 

305605

EAN
code

  

model no.

WSL 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

1,5

delivery
length

 

m

6

 

m

842305704WSL 200.300S 200/7,8 300/11,7 1,5 6
892305803WSL 200.400S 200/7,8 400/15,6 1,5 6
942305902WSL 200.500S 200/7,8 500/19,5 1,5 6
992306008WSL 200.600S 200/7,8 600/23,4 1,5 6
792581603WSL 200.200 FF 200/7,8 200/7,8 1,5 6
842581702WSL 200.300 FF 200/7,8 300/11,7 1,5 6
892581801WSL 200.400 FF 200/7,8 400/15,6 1,5 6
942581900WSL 200.500 FF 200/7,8 500/19,5 1,5 6
992582006WSL 200.600 FF 200/7,8 600/23,4 1,5 6

Support Span (m)U
ni

fo
rm

ly
 d

is
tr

ib
ut

ed
 lo

ad
 q

 (K
N

/m
)

Specified load ratings are independant of splice plate location.

HDG finish, bottom of side rails non perforated

perforated side rails with reinforcing fins, riveted C-rail rungs with 16 mm slot width

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Splice Plate
Weight
per 100

220

 

kg

 

306107

EAN
code

  

model no.

WSV 200.500S

height
(H)

 

201,5/7,9
mm/Inch

width
B

 

500/19,5
mm/Inch

4 FLM 8x13 F

acc. incl.
  

pc.

220594207WSV 200.500 FF 201,5/7,9 500/19,5 4 FLM 8x13 F

2 pieces required per joint

for positive locking connections of long span trays and ladders with proper electrical conductivity

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Adjustable Splice Plate
vertical

Weight
per 100

285

 

kg

 

307708

EAN
code

  

model no.

WSGV 200S

height
(H)

 

201,5/7,9
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

220595808WSGV 200 FF 201,5/7,9 6 FLM 8x13 F

2 pieces required per joint

for making vertical bends for long span trays and ladders, side rail height 200 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

LONG SPAN CABLE LADDER
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Adjustable Splice Plate
horizontal

Weight
per 100

161,5

 

kg

 

307807

EAN
code

  

model no.

WSWV 200S

height
(H)

 

201,5/7,9
mm/Inch

width
B

 

500/19,5
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

220595907WSWV 200 FF 201,5/7,9 500/19,5 6 FLM 8x13 F

2 pieces required per joint

for making horizontal elbows for long span trays and ladders, side rail height 200 mm

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Extension Horizontal Tee
Weight
per 100

950

 

kg

 

905454

EAN
code

  

model no.

WSTA 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

205/8
mm/Inch

12 FLM 8x13 F

acc. incl.
  

pc.

975905461WSTA 200.300S 200/7,8 305/11,9 12 FLM 8x13 F
1000905478WSTA 200.400S 200/7,8 405/15,8 12 FLM 8x13 F
1015905485WSTA 200.500S 200/7,8 505/19,7 12 FLM 8x13 F
1050905492WSTA 200.600S 200/7,8 605/23,6 12 FLM 8x13 F
950905959WSTA 200.200 FF 200/7,8 205/8 12 FLM 8x13 F
975905966WSTA 200.300 FF 200/7,8 305/11,9 12 FLM 8x13 F
1000905973WSTA 200.400 FF 200/7,8 405/15,8 12 FLM 8x13 F
1015905980WSTA 200.500 FF 200/7,8 505/19,7 12 FLM 8x13 F
1050905997WSTA 200.600 FF 200/7,8 605/23,6 12 FLM 8x13 F
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The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Extension Horizontal Elbow
Weight
per 100

410

 

kg

 

318193

EAN
code

  

model no.

WAE 200S

height
(H)

 

201,5/7,9
mm/Inch

6 FLM 8x13 F

acc. incl.
  

pc.

410595792WAE 200 FF 201,5/7,9 6 FLM 8x13 F

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rail with reinforcing fins, perforated for splices

to make 90° elbows and T-fittingsTo be used for: 

 

Elbow 90°
Weight
per 100

960

 

kg

 

306206

EAN
code

  

model no.

WSB 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1070306305WSB 200.300S 200/7,8 300/11,7
1180306404WSB 200.400S 200/7,8 400/15,6
1290306503WSB 200.500S 200/7,8 500/19,5
1400306602WSB 200.600S 200/7,8 600/23,4
960582105WSB 200.200 FF 200/7,8 200/7,8
1070582204WSB 200.300 FF 200/7,8 300/11,7
1180582303WSB 200.400 FF 200/7,8 400/15,6
1290582402WSB 200.500 FF 200/7,8 500/19,5
1400582501WSB 200.600 FF 200/7,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

The splice plates WSV 200.500 have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.
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Horizontal Tee
Weight
per 100

1780

 

kg

 

306701

EAN
code

  

model no.

WST 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1970306800WST 200.300S 200/7,8 300/11,7
2200306909WST 200.400S 200/7,8 400/15,6
2420307005WST 200.500S 200/7,8 500/19,5
2670307104WST 200.600S 200/7,8 600/23,4
1780582600WST 200.200 FF 200/7,8 200/7,8
1970582709WST 200.300 FF 200/7,8 300/11,7
2200582808WST 200.400 FF 200/7,8 400/15,6
2420582907WST 200.500 FF 200/7,8 500/19,5
2670583003WST 200.600 FF 200/7,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

The splice plates WSV 200.500 have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Horizontal Cross
Weight
per 100

2400

 

kg

 

307203

EAN
code

  

model no.

WSK 200.200S

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

2650307302WSK 200.300S 200/7,8 300/11,7
2960307401WSK 200.400S 200/7,8 400/15,6
3220307500WSK 200.500S 200/7,8 500/19,5
3490307609WSK 200.600S 200/7,8 600/23,4
2400583102WSK 200.200 FF 200/7,8 200/7,8
2650583201WSK 200.300 FF 200/7,8 300/11,7
2960583300WSK 200.400 FF 200/7,8 400/15,6
3220583409WSK 200.500 FF 200/7,8 500/19,5
3490583508WSK 200.600 FF 200/7,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

solid side rails with reinforcing fins, perforated for splices, riveted C-rail rungs with 16 mm slot width

The splice plates WSV 200.500 have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

 

Long Span Cable Ladder
heavy-duty version

Weight
per 100

1284

 

kg

 

307906

EAN
code

  

model no.

WSLS 200.200F

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

2,5

delivery
length

 

m

6

 

m

1334308002WSLS 200.300F 200/7,8 300/11,7 2,5 6
1384308101WSLS 200.400F 200/7,8 400/15,6 2,5 6
1434308200WSLS 200.500F 200/7,8 500/19,5 2,5 6
1484308309WSLS 200.600F 200/7,8 600/23,4 2,5 6

Support Span (m)U
ni

fo
rm

ly
 d

is
tr

ib
ut

ed
 lo

ad
 q

 (K
N

/m
)

Specified load ratings are independant of splice plate location.

perforated heavy duty side rails with reinforcing fins, welded C-rail rungs with 16 mm slot width

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

LONG SPAN CABLE LADDER
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Splice Plate
Weight
per 100

670

 

kg

 

308408

EAN
code

  

model no.

WSVS 200.500F

height
(H)

 

203/7,9
mm/Inch

length
(A)

 

500/19,5
mm/Inch

12 FLM 12x30 F

acc. incl.
  

pc.

1100308507WSVS 200.800F 203/7,9 800/31,2 12 FLM 12x30 F

2 pieces required per joint

for positive locking connections of long span ladders WSLS...

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Adjustable Splice Plate
vertical

Weight
per 100

950

 

kg

 

308606

EAN
code

  

model no.

WSGVS 200F

height
(H)

 

202/7,9
mm/Inch

8 FLM 12x30 F

acc. incl.
  

pc.

2 pieces required per joint

for making vertical bends for WSLS… type long span ladder

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Angle Joint
horizontal

Weight
per 100

660

 

kg

 

308705

EAN
code

  

model no.

WSWVS 200F

height
(H)

 

203/7,9
mm/Inch

8 FLM 12x30 F

acc. incl.
  

pc.

2 pieces required per joint

for making horizontal elbows for WSLS… type long span ladder

Equipotential bonding guaranteed by bolting the splice plate to the side rails of the tray or ladder and the
fitting..

 

Barrier Strip
Weight
per 100

90

 

kg

 

251001

EAN
code

  

model no.

RW 110S

height
(H)

 

98/3,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

0,9 4 FLM 6x12

acc. incl.
  

m

90251100RW 110 FF 98/3,8 0,9 4 FLM 6x12 F
92

  

333509
  

RW 110 E3E3
 

98/3,8
 

0,9 4 FLM 6x12 E3
  

65

to separate wires and cables of different voltage levels or with different functions

Continuous perforation allows mounting without gradation. Slots (7x38 mm) are spaced at 100 mm.
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Splice Plate for Barrier Strip
Weight
per 100

3

 

kg

 

251162

EAN
code

  

model no.

RTV 110 E2E2

height
(H)

 

97,5/3,8
mm/Inch

length
(A)

 

80/3,1
mm/Inch

 

pc.
65

for positive locking connections of barrier strips with proper electrical conductivity

Barrier strips are connected by means of a special splice plate.

 

Mounting Clamp for Barrier Strip
Weight
per 100

2,4

 

kg

 

289707

EAN
code

  

model no.

KLWC 16G FK 6x10, GSM 406

acc. incl.
  

pc.

5570508KLWC 16 FF FK 6x10 E3, GSM 406 E3

65

for attaching barrier strips onto the transversal reinforcing fin of the long span cable trays or into the rungs
of the long span ladder (slot width 16 mm)

barrier strip RW...To be used for: 
insertable at any position of the rail

 

Elbow 90°
Weight
per 100

1540

 

kg

 

308804

EAN
code

  

model no.

WSBS 200.200F

height
(H)

 

200/7,8
mm/Inch

width
B

 

200/7,8
mm/Inch

 

pc.

1690308903WSBS 200.300F 200/7,8 300/11,7
1830309009WSBS 200.400F 200/7,8 400/15,6
1960309108WSBS 200.500F 200/7,8 500/19,5
2090309207WSBS 200.600F 200/7,8 600/23,4

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

perforated heavy duty side rails with reinforcing fins, welded C-rail rungs with 16 mm slot width

The splice plates WSVS 200... have to be ordered seperately.
Corresponding yoke clamps (B... and BK…) are listed in a separate section of this catalog.

LONG SPAN CABLE LADDER
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Cover for long span Cable Trays/Ladders
with pre-mounted turn lock bolt

Weight
per 100

187

 

kg

 

309801

EAN
code

  

model no.

WDV 200S

width
B

 

204/8
mm/Inch

6 WDRS 20

acc. incl.
  

m

264309900WDV 300S 304/11,9 6 WDRS 20
344310005WDV 400S 404/15,8 6 WDRS 20
424310104WDV 500S 504/19,7 6 WDRS 20
500310203WDV 600S 604/23,6 6 WDRS 20
187596003WDV 200 FF 204/8 6 WDRS 20 F
264596102WDV 300 FF 304/11,9 6 WDRS 20 F
344596201WDV 400 FF 404/15,8 6 WDRS 20 F
424596300WDV 500 FF 504/19,7 6 WDRS 20 F
500596409WDV 600 FF 604/23,6 6 WDRS 20 F
160

  

806508
  

WDV 200 E3E3
 

204/8 6 WDRS 20 E3
  

250806522WDV 300 E3E3 304/11,9 6 WDRS 20 E3
356806546WDV 400 E3E3 404/15,8 6 WDRS 20 E3
423806560WDV 500 E3E3 504/19,7 6 WDRS 20 E3
490806584WDV 600 E3E3 604/23,6 6 WDRS 20 E3

long span cable tray WRL ..., WRU... and long span cable ladders WSL..., WSLM...,
WSLS...

To be used for: 

Outdoor usage requires additional securing against windloads etc. using ex. self tapping screws or steel
cable ties.
use turnbolt lock RDRS 9 and cover clamp RDHF 9 E2 for extra requirements

 

Turn-bolt Lock
Weight
per 100

3

 

kg

 

310609

EAN
code

  

model no.

WDRS 20S

 

pc.

3596508WDRS 20 FF
3

  

809004
  

WDRS 20 E3E3
 

70

for subsequent third party installation

Outdoor usage requires additional securing against windloads etc. using ex. self tapping screws or steel
cable ties.
Please maintain a minimum distance of 50 mm from both ends of the cover.
delivered as a kit (not assembled)

 

Bottom Plates
ventilated

Weight
per 100

123

 

kg

 

326303

EAN
code

  

model no.

WBL 200S

width
B

 

200/7,8
mm/Inch

thick- 
ness (t)

 

mm/Inch

0,9

delivery
length

 

m

3

 

m

210326402WBL 300S 300/11,7 0,9 3
350326501WBL 400S 400/15,6 0,9 3
417326600WBL 500S 500/19,5 0,9 3
467326709WBL 600S 600/23,4 0,9 3

70

for subsequent installation into the long span cable ladder WSLS...

WBL 400-600 are sets of 2 bottom plates (200 and/or 300 mm) to be installed side by side.

 

Sloped Sliding Nut
with clamping spring (phosphated)

Weight
per 100

1,04

 

kg

 

119608

EAN
code

  

model no.

GSF 0406G M 6

thread
  

pc.

70

insertable at any position of the rail

2970 and 2971 railTo be used for: 
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Slotted Cheese Head Bolt, size M6
with slot, according to DIN 84 standard

Weight
per 100

0,39

 

kg

 

127009

EAN
code

  

model no.

Z M6X10V

length
(A)

 

10/0,4
mm/Inch

 

pc.

70

 

Ladder Drop Out
Weight
per 100

60

 

kg

 

899739

EAN
code

  

model no.

WLAB 200S

width
B

 

190/7,4
mm/Inch

2 Z M 6x10, 2 GSM 406

acc. incl.
  

N

pc.

90899746WLAB 300S 290/11,3 2 Z M 6x10, 2 GSM 406N
120899753WLAB 400S 390/15,2 2 Z M 6x10, 2 GSM 406N
150899760WLAB 500S 490/19,1 2 Z M 6x10, 2 GSM 406N
180899777WLAB 600S 590/23 2 Z M 6x10, 2 GSM 406N
60900220WLAB 200 FF 190/7,4 2 Z M 6x10 E3, 2 GSM 406 E3
90900237WLAB 300 FF 290/11,3 2 Z M 6x10 E3, 2 GSM 406 E3
120900244WLAB 400 FF 390/15,2 2 Z M 6x10 E3, 2 GSM 406 E3
150900251WLAB 500 FF 490/19,1 2 Z M 6x10 E3, 2 GSM 406 E3
180900268WLAB 600 FF 590/23 2 Z M 6x10 E3, 2 GSM 406 E3
60

  

900015
  

WLAB 200 E3E3
 

190/7,4 2 Z M 6x10 E3, 2 GSM 406 E3
  

90900022WLAB 300 E3E3 290/11,3 2 Z M 6x10 E3, 2 GSM 406 E3
120900039WLAB 400 E3E3 390/15,2 2 Z M 6x10 E3, 2 GSM 406 E3
150900046WLAB 500 E3E3 490/19,1 2 Z M 6x10 E3, 2 GSM 406 E3
180900053WLAB 600 E3E3 590/23 2 Z M 6x10 E3, 2 GSM 406 E3

with rounded edges to protect cables at the joint

long span cable ladders with C-rail rungs and a slot width of 16 mmTo be used for: 

 

Mounting Plate
Weight
per 100

50

 

kg

 

206148

EAN
code

  

model no.

RMP 130S 2 FLM 6x12

acc. incl.
  

pc.

50206162RMP 130 FF 2 FLM 6x12 F
30,5

  

769728
  

RMP 130 E3E3 2 FLM 6x12 E3
  

for mounting distribution or junction boxes

 

Mounting Bracket for Long Span Cable Ladders
Weight
per 100

11,6

 

kg

 

305506

EAN
code

  

model no.

WSTB 2F 1 FLM 8x25 F

acc. incl.
  

pc.

5
  

726424
  

WSTB 2 E3E3 1 SKM 8x25 E3
  

68

on KTAS … and KTASS … type wall brackets, on KTTS…  type brackets and on KTTSS …
clamping brackets

To be used for: 

 

Wall Support
symmetric

Weight
per 100

21

 

kg

 

194506

EAN
code

  

model no.

WWU 150/8F

thick- 
ness (t)

 

mm/Inch

5 1 FLM 8x16 F

acc. incl.
  

pc.

21
  

344307
  

WWU 150/8 E3E3
 

4 1 FLM 8x16 E3
  

for floor-, ceiling- or wall-mount

LONG SPAN CABLE LADDER ACCESSORIES
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Wall Support
asymmetric

Weight
per 100

30

 

kg

 

194759

EAN
code

  

model no.

WWA 100F

thick- 
ness (t)

 

mm/Inch

5 1 FLM 10x25 F

acc. incl.
  

pc.

19,4
  

344345
  

WWA 100 E3E3
 

4 1 FLM 10x25 E3
  

for floor-, ceiling- or wall-mount

Stainless Steel U-Profile U 50/..., U 6040/..., U 100/... 
U-profile U 50/..., U 5050/ ..., U 6040/..., U 100/…

To be used for: 
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CABLE TRAY SYSTEM
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SURFACE METAL RACEWAY



349



350

 

Surface Metal Raceway incl. Cover
small

Weight
per 100

15

 

kg

 

506705

EAN
code

  

model no.

LLK 16.016S

height
(H)

 

16/0,6
mm/Inch

width
B

 

16/0,6
mm/Inch

—

RAL colour
  

m

18506804LLK 16.030S 16/0,6 30/1,2 —
24506903LLK 26.030S 26/1 30/1,2 —
15507559LLK 16.016 RCC 16/0,6 16/0,6 9010
18507573LLK 16.030 RCC 16/0,6 30/1,2 9010
24507597LLK 26.030 RCC 26/1 30/1,2 9010
15507009LLK 16.016 WCC 16/0,6 16/0,6 9001
18507108LLK 16.030 WCC 16/0,6 30/1,2 9001
24507207LLK 26.030 WCC 26/1 30/1,2 9001
15

  

519828
  

LLK 16.016 E3E3
 

16/0,6
 

16/0,6 —
  

18519842LLK 16.030 E3E3 16/0,6 30/1,2 —
24519866LLK 26.030 E3E3 26/1 30/1,2 —

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
powder coated finish available in various colours according to RAL specification.

 

Splice Plate
Weight
per 100

5

 

kg

 

516209

EAN
code

  

model no.

LST 16.016Ms

width
B

 

74/2,9
mm/Inch

 

pc.

1516308LST 16.030Ms 74/2,9
1,2516407LST 26.030Ms 74/2,9

for electrically and mechanically connecting the bottom parts of the raceway in one step

Small Surface Metal RacewayTo be used for: 

 

Splice Plate
with flat contact pin (6,3 mm) for protective grounding

Weight
per 100

0,6

 

kg

 

516704

EAN
code

  

model no.

LSTA 16.016Ms

width
B

 

74/2,9
mm/Inch

 

pc.

1,1516803LSTA 16.030Ms 74/2,9
1,3516902LSTA 26.030Ms 74/2,9

for electrically and mechanically connecting the bottom parts of the raceway in one step

Small Surface Metal RacewayTo be used for: 
for equipotential bonding of all conductive accessories

 

End-Cap
black

Weight
per 100

2

 

kg

 

517725

EAN
code

  

model no.

LED 16.016K04

height
(H)

 

16/0,6
mm/Inch

width
B

 

16/0,6
mm/Inch

 

pc.

4517732LED 16.030K04 16/0,6 30/1,2
4,5517749LED 26.030K04 26/1 30/1,2

Small Surface Metal RacewayTo be used for: 
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

SURFACE METAL RACEWAY
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End-Protection Ring
dark grey

Weight
per 100

 

kg

 

887606

EAN
code

  

model no.

LER 16.016K04

height
(H)

 

16/0,6
mm/Inch

width
B

 

16/0,6
mm/Inch

 

pc.

887637LER 16.030K04 16/0,6 30/1,2
887668LER 26.030K04 26/1 30/1,2

Small Surface Metal RacewayTo be used for: 
Can be mounted after installation.

 

Surface Metal Raceway incl. Cover
with ventilated bottom

Weight
per 100

80

 

kg

 

508976

EAN
code

  

model no.

LLK 40.040S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

—

RAL colour
  

m

147509003LLK 40.060S 40/1,6 60/2,3 —
171509102LLK 60.060S 60/2,3 60/2,3 —

813605LLK 40.040 RCC 40/1,6 40/1,6 9010
147509423LLK 40.060 RCC 40/1,6 60/2,3 9010
171509430LLK 60.060 RCC 60/2,3 60/2,3 9010
80509485LLK 40.040 WCC 40/1,6 40/1,6 9001
147509508LLK 40.060 WCC 40/1,6 60/2,3 9001
171509607LLK 60.060 WCC 60/2,3 60/2,3 9001
80

  

520268
  

LLK 40.040 E3E3
 

40/1,6
 

40/1,6 —
  

147520305LLK 40.060 E3E3 40/1,6 60/2,3 —
171520404LLK 60.060 E3E3 60/2,3 60/2,3 —

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
powder coated finish available in various colours according to RAL specification.
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Surface Metal Raceway incl. Cover
with ventilated bottom

Weight
per 100

218

 

kg

 

509201

EAN
code

  

model no.

LLK 60.100S

height
(H)

 

60/2,3
mm/Inch

width
B

 

100/3,9
mm/Inch

50

distance between 
drilling holes (A)

 

mm/Inch

—

RAL colour
  

m

332509300LLK 60.150S 60/2,3 150/5,8 100 —
403509409LLK 60.200S 60/2,3 200/7,8 150 —
218509447LLK 60.100 RCC 60/2,3 100/3,9 50 9010
332509454LLK 60.150 RCC 60/2,3 150/5,8 100 9010
403509461LLK 60.200 RCC 60/2,3 200/7,8 150 9010
218509706LLK 60.100 WCC 60/2,3 100/3,9 50 9001
332509805LLK 60.150 WCC 60/2,3 150/5,8 100 9001
403509904LLK 60.200 WCC 60/2,3 200/7,8 150 9001
218

  

520503
  

LLK 60.100 E3E3
 

60/2,3
 

100/3,9 50
 

—
  

403520602LLK 60.200 E3E3 60/2,3 200/7,8 150 —

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
centric punch hole (diameter 12 mm) in the bottom plate for E3 finish 
no centric punch holes in the bottom plate for S or F finish
powder coated finish available in various colours according to RAL specification.

SURFACE METAL RACEWAY
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Surface Metal Raceway incl. Cover
with ventilated bottom

Weight
per 100

262

 

kg

 

789702

EAN
code

  

model no.

LLK 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

30

distance between 
drilling holes (A)

 

mm/Inch

—

RAL colour
  

m

813704LLK 80.080 RCC 80/3,1 80/3,1 30 9010
262789801LLK 80.080 WCC 80/3,1 80/3,1 30 9001
262

  

520626
  

LLK 80.080 E3E3
 

80/3,1
 

80/3,1 30
 

—
  

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
centric punch hole (diameter 12 mm) in the bottom plate for E3 finish 
no centric punch holes in the bottom plate for S or F finish
powder coated finish available in various colours according to RAL specification.
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Surface Metal Raceway incl. Cover
with ventilated bottom

Weight
per 100

318

 

kg

 

789757

EAN
code

  

model no.

LLK 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

50

distance between 
drilling holes (A)

 

mm/Inch

—

RAL colour
  

m

318813759LLK 100.100 RCC 100/3,9 100/3,9 50 9010
318789856LLK 100.100 WCC 100/3,9 100/3,9 50 9001
318

  

520633
  

LLK 100.100 E3E3
 

100/3,9
 

100/3,9 50
 

—
  

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
centric punch hole (diameter 12 mm) in the bottom plate for E3 finish 
no centric punch holes in the bottom plate for S or F finish
powder coated finish available in various colours according to RAL specification.

SURFACE METAL RACEWAY
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Surface Metal Raceway incl. Cover
with ventilated bottom

Weight
per 100

 

kg

 

520558

EAN
code

  

model no.

LLK 60.100/3E3E3

height
(H)

 

60/2,3
mm/Inch

width
B

 

100/3,9
mm/Inch

50

distance between 
drilling holes (A)

 

mm/Inch

 

m

881000LLK100.100/3E3E3 100/3,9 100/3,9 50

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Surface Metal Raceway incl. Cover
solid bottom

Weight
per 100

80

 

kg

 

508921

EAN
code

  

model no.

LUK 40.040S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

—

RAL colour
  

m

147700004LUK 40.060S 40/1,6 60/2,3 —
171700103LUK 60.060S 60/2,3 60/2,3 —
80508952LUK 40.040 WCC 40/1,6 40/1,6 9001
147700509LUK 40.060 WCC 40/1,6 60/2,3 9001
171700608LUK 60.060 WCC 60/2,3 60/2,3 9001
80

  

519880
  

LUK 40.040 E3E3
 

40/1,6
 

40/1,6 —
  

147519903LUK 40.060 E3E3 40/1,6 60/2,3 —
171520008LUK 60.060 E3E3 60/2,3 60/2,3 —

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
powder coated finish available in various colours according to RAL specification.
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Surface Metal Raceway incl. Cover
solid bottom

Weight
per 100

218

 

kg

 

700202

EAN
code

  

model no.

LUK 60.100S

height
(H)

 

60/2,3
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

m

332700301LUK 60.150S 60/2,3 150/5,8 —
403700400LUK 60.200S 60/2,3 200/7,8 —
218700707LUK 60.100 WCC 60/2,3 100/3,9 9001
332700806LUK 60.150 WCC 60/2,3 150/5,8 9001
403700905LUK 60.200 WCC 60/2,3 200/7,8 9001
218

  

520107
  

LUK 60.100 E3E3
 

60/2,3
 

100/3,9 —
  

403520206LUK 60.200 E3E3 60/2,3 200/7,8 —

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
powder coated finish available in various colours according to RAL specification.

 

Surface Metal Raceway incl. Cover
solid bottom

Weight
per 100

262

 

kg

 

508938

EAN
code

  

model no.

LUK 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

—

RAL colour
  

m

262792801LUK 80.080 WCC 80/3,1 80/3,1 9001
262

  

520220
  

LUK 80.080 E3E3
 

80/3,1
 

80/3,1 —
  

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
powder coated finish available in various colours according to RAL specification.

 

Surface Metal Raceway incl. Cover
solid bottom

Weight
per 100

318

 

kg

 

508945

EAN
code

  

model no.

LUK 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

m

318508969LUK 100.100 WCC 100/3,9 100/3,9 9001
318

  

520244
  

LUK 100.100 E3E3
 

100/3,9
 

100/3,9 —
  

Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
powder coated finish available in various colours according to RAL specification.

 

Splice Plate
with flat contact pin (6,3 mm) for protective grounding

Weight
per 100

1,5

 

kg

 

516506

EAN
code

  

model no.

LST 40S

height
(H)

 

40/1,6
mm/Inch

 

pc.

1,7516605LST 60S 60/2,3
3,7516643LST 80S 80/3,1
4,6516667LST 100S 100/3,9
0,8

  

524006
  

LST 40 E3E3
 

40/1,6
 

0,9524105LST 60 E3E3 60/2,3
3,9524129LST 80 E3E3 80/3,1
4,9524143LST 100 E3E3 100/3,9

for electrically and mechanically connecting the bottom parts of the raceway in one step

LLK... and LUK...To be used for: 

SURFACE METAL RACEWAY
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Lifting Device for Covers
Weight
per 100

2

 

kg

 

417483

EAN
code

  

model no.

DH 55

 

pc.

for fast dismantling of steel covers, min. width 60 mm

 

Mounting Plate for Barrier Strip
Weight
per 100

3

 

kg

 

806003

EAN
code

  

model no.

TPH 60S

width
B

 

59/2,3
mm/Inch

 

pc.

3459278TPH 80S 79/3,1
  

840007
  

TPH 60 E3E3
 

59/2,3
 

840052TPH 80 E3E3 79/3,1

GK and LS type racewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

Mounting Plate for Barrier Strip
with strain relief

Weight
per 100

 

kg

 

833009

EAN
code

  

model no.

LZTP 100S

width
B

 

99/3,9
mm/Inch

 

pc.

833054LZTP 150S 149/5,8
833108LZTP 200S 199/7,8

  

840403
  

LZTP 100 E3E3
 

99/3,9
 

840458LZTP 200 E3E3 199/7,8

Surface Metal RacewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

Barrier Strip
Weight
per 100

50

 

kg

 

459223

EAN
code

  

model no.

TPS 30S

height
(H)

 

30/1,2
mm/Inch

width
B

 

11/0,4
mm/Inch

 

m

78459247TPS 50S 50/2 11/0,4
80459261TPS 70S 70/2,7 11/0,4
79720309TPS 90S 90/3,5 11/0,4
50

  

459216
  

TPS 50 E3E3
 

50/2
 

11/0,4
 

79865406TPS 90 E3E3 90/3,5 11/0,4

Surface Metal RacewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

Vertical Outside Elbow 45° incl. Cover
Weight
per 100

14

 

kg

 

790609

EAN
code

  

model no.

LUAB 40.040S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

—

RAL colour
  

pc.

39512706LUAB 40.060S 40/1,6 60/2,3 —
14790807LUAB 40.040 WCC 40/1,6 40/1,6 9001
39513116LUAB 40.060 WCC 40/1,6 60/2,3 9001
19

  

521968
  

LUAB 40.040 E3E3
 

40/1,6
 

40/1,6 —
  

39522002LUAB 40.060 E3E3 40/1,6 60/2,3 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
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Vertical Outside Elbow 45° incl. Cover
Weight
per 100

42

 

kg

 

512805

EAN
code

  

model no.

LUAB 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

48512904LUAB 60.100S 60/2,3 100/3,9 —
59513000LUAB 60.150S 60/2,3 150/5,8 —
72513109LUAB 60.200S 60/2,3 200/7,8 —
42513130LUAB 60.060 WCC 60/2,3 60/2,3 9001
48513154LUAB 60.100 WCC 60/2,3 100/3,9 9001
59513178LUAB 60.150 WCC 60/2,3 150/5,8 9001
72513192LUAB 60.200 WCC 60/2,3 200/7,8 9001
42

  

522101
  

LUAB 60.060 E3E3
 

60/2,3
 

60/2,3 —
  

48522200LUAB 60.100 E3E3 60/2,3 100/3,9 —
72522309LUAB 60.200 E3E3 60/2,3 200/7,8 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Outside Elbow 45° incl. Cover
Weight
per 100

48

 

kg

 

790708

EAN
code

  

model no.

LUAB 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

—

RAL colour
  

pc.

48790906LUAB 80.080 WCC 80/3,1 80/3,1 9001
46

  

522323
  

LUAB 80.080 E3E3
 

80/3,1
 

80/3,1 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Outside Elbow 45° incl. Cover
Weight
per 100

61

 

kg

 

790753

EAN
code

  

model no.

LUAB 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

pc.

61790951LUAB 100.100 WCC 100/3,9 100/3,9 9001
57

  

522347
  

LUAB 100.100E3E3
 

100/3,9
 

100/3,9 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow  45° incl. Cover
Weight
per 100

14

 

kg

 

790203

EAN
code

  

model no.

LUIB 40.040S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

—

RAL colour
  

pc.

34512201LUIB 40.060S 40/1,6 60/2,3 —
14790401LUIB 40.040 WCC 40/1,6 40/1,6 9001
34512614LUIB 40.060 WCC 40/1,6 60/2,3 9001
14

  

521562
  

LUIB 40.040 E3E3
 

40/1,6
 

40/1,6 —
  

34521609LUIB 40.060 E3E3 40/1,6 60/2,3 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

SURFACE METAL RACEWAY
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Vertical Inside Elbow  45° incl. Cover
Weight
per 100

36

 

kg

 

512300

EAN
code

  

model no.

LUIB 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

46512409LUIB 60.100S 60/2,3 100/3,9 —
58512508LUIB 60.150S 60/2,3 150/5,8 —
71512607LUIB 60.200S 60/2,3 200/7,8 —
36512638LUIB 60.060 WCC 60/2,3 60/2,3 9001
46512652LUIB 60.100 WCC 60/2,3 100/3,9 9001
58512676LUIB 60.150 WCC 60/2,3 150/5,8 9001
71512690LUIB 60.200 WCC 60/2,3 200/7,8 9001
36

  

521708
  

LUIB 60.060 E3E3
 

60/2,3
 

60/2,3 —
  

46521807LUIB 60.100 E3E3 60/2,3 100/3,9 —
71521906LUIB 60.200 E3E3 60/2,3 200/7,8 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow  45° incl. Cover
Weight
per 100

48

 

kg

 

790302

EAN
code

  

model no.

LUIB 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

—

RAL colour
  

pc.

48790500LUIB 80.080 WCC 80/3,1 80/3,1 9001
45

  

521920
  

LUIB 80.080 E3E3
 

80/3,1
 

80/3,1 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow  45° incl. Cover
Weight
per 100

61

 

kg

 

790357

EAN
code

  

model no.

LUIB 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

pc.

61790555LUIB 100.100 WCC 100/3,9 100/3,9 9001
56

  

521944
  

LUIB 100.100E3E3
 

100/3,9
 

100/3,9 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Elbow 45° with Cover
Weight
per 100

14

 

kg

 

511648

EAN
code

  

model no.

LUWB 40.040S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

—

RAL colour
  

pc.

36511709LUWB 40.060S 40/1,6 60/2,3 —
14790005LUWB 40.040 WCC 40/1,6 40/1,6 9001
36512119LUWB 40.060 WCC 40/1,6 60/2,3 9001
14

  

521142
  

LUWB 40.040 E3E3
 

40/1,6
 

40/1,6 —
  

36521203LUWB 40.060 E3E3 40/1,6 60/2,3 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
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Vertical Elbow 45° with Cover
Weight
per 100

38

 

kg

 

511808

EAN
code

  

model no.

LUWB 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

49511907LUWB 60.100S 60/2,3 100/3,9 —
66512003LUWB 60.150S 60/2,3 150/5,8 —
85512102LUWB 60.200S 60/2,3 200/7,8 —
38512133LUWB 60.060 WCC 60/2,3 60/2,3 9001
49512157LUWB 60.100 WCC 60/2,3 100/3,9 9001
66512171LUWB 60.150 WCC 60/2,3 150/5,8 9001
85512195LUWB 60.200 WCC 60/2,3 200/7,8 9001
38

  

521302
  

LUWB 60.060 E3E3
 

60/2,3
 

60/2,3 —
  

49521401LUWB 60.100 E3E3 60/2,3 100/3,9 —
85521500LUWB 60.200 E3E3 60/2,3 200/7,8 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Elbow 45° with Cover
Weight
per 100

48

 

kg

 

789900

EAN
code

  

model no.

LUWB 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

—

RAL colour
  

pc.

48790104LUWB 80.080 WCC 80/3,1 80/3,1 9001
45

  

521524
  

LUWB 80.080 E3E3
 

80/3,1
 

80/3,1 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Elbow 45° with Cover
Weight
per 100

61

 

kg

 

789955

EAN
code

  

model no.

LUWB 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

pc.

61790159LUWB 100.100 WCC 100/3,9 100/3,9 9001
56

  

521548
  

LUWB 100.100E3E3
 

100/3,9
 

100/3,9 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Outside Elbow 90° incl. Cover
Weight
per 100

16

 

kg

 

791804

EAN
code

  

model no.

LUAC 40.040S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

—

RAL colour
  

pc.

50514205LUAC 40.060S 40/1,6 60/2,3 —
16792009LUAC 40.040 WCC 40/1,6 40/1,6 9001
50514618LUAC 40.060 WCC 40/1,6 60/2,3 9001
16

  

523160
  

LUAC 40.040 E3E3
 

40/1,6
 

40/1,6 —
  

50523207LUAC 40.060 E3E3 40/1,6 60/2,3 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

SURFACE METAL RACEWAY
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Vertical Outside Elbow 90° incl. Cover
Weight
per 100

53

 

kg

 

514304

EAN
code

  

model no.

LUAC 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

60514403LUAC 60.100S 60/2,3 100/3,9 —
74514502LUAC 60.150S 60/2,3 150/5,8 —
90514601LUAC 60.200S 60/2,3 200/7,8 —
53514632LUAC 60.060 WCC 60/2,3 60/2,3 9001
60514656LUAC 60.100 WCC 60/2,3 100/3,9 9001
74514670LUAC 60.150 WCC 60/2,3 150/5,8 9001
90514694LUAC 60.200 WCC 60/2,3 200/7,8 9001
53

  

523306
  

LUAC 60.060 E3E3
 

60/2,3
 

60/2,3 —
  

60523405LUAC 60.100 E3E3 60/2,3 100/3,9 —
90523504LUAC 60.200 E3E3 60/2,3 200/7,8 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Outside Elbow 90° incl. Cover
Weight
per 100

61

 

kg

 

791903

EAN
code

  

model no.

LUAC 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

—

RAL colour
  

pc.

61792108LUAC 80.080 WCC 80/3,1 80/3,1 9001
57

  

523542
  

LUAC 80.080 E3E3
 

80/3,1
 

80/3,1 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Outside Elbow 90° incl. Cover
Weight
per 100

80

 

kg

 

791958

EAN
code

  

model no.

LUAC 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

pc.

18792153LUAC 100.100 WCC 100/3,9 100/3,9 9001
74

  

523566
  

LUAC 100.100E3E3
 

100/3,9
 

100/3,9 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Outside Elbow (2 x 45°) incl. Cover
solid bottom

Weight
per 100

63

 

kg

 

732708

EAN
code

  

model no.

LUAD 60.060 E3E3

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

pc.

72732807LUAD 60.100 E3E3 60/2,3 100/3,9
108732906LUAD 60.200 E3E3 60/2,3 200/7,8

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
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Outside Elbow Building Block
Weight
per 100

 

kg

 

766901

EAN
code

  

model no.

LUAE 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

20,3767007LUAE 60.100S 60/2,3 100/3,9 —
23,5767106LUAE 60.150S 60/2,3 150/5,8 —
27767205LUAE 60.200S 60/2,3 200/7,8 —
18767304LUAE 60.060 WCC 60/2,3 60/2,3 9001

20,3767403LUAE 60.100 WCC 60/2,3 100/3,9 9001
23,5767502LUAE 60.150 WCC 60/2,3 150/5,8 9001
27767601LUAE 60.200 WCC 60/2,3 200/7,8 9001

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow  90° incl. Cover
Weight
per 100

41

 

kg

 

791408

EAN
code

  

model no.

LUIC 40.040S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

—

RAL colour
  

pc.

43513703LUIC 40.060S 40/1,6 60/2,3 —
41791606LUIC 40.040 WCC 40/1,6 40/1,6 9001
43514113LUIC 40.060 WCC 40/1,6 60/2,3 9001
16

  

522781
  

LUIC 40.040 E3E3
 

40/1,6
 

40/1,6 —
  

43522804LUIC 40.060 E3E3 40/1,6 60/2,3 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow  90° incl. Cover
Weight
per 100

45

 

kg

 

513802

EAN
code

  

model no.

LUIC 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

58513901LUIC 60.100S 60/2,3 100/3,9 —
73514007LUIC 60.150S 60/2,3 150/5,8 —
89514106LUIC 60.200S 60/2,3 200/7,8 —
45514137LUIC 60.060 WCC 60/2,3 60/2,3 9001
58514151LUIC 60.100 WCC 60/2,3 100/3,9 9001
73514175LUIC 60.150 WCC 60/2,3 150/5,8 9001
89514199LUIC 60.200 WCC 60/2,3 200/7,8 9001
45

  

522903
  

LUIC 60.060 E3E3
 

60/2,3
 

60/2,3 —
  

58523009LUIC 60.100 E3E3 60/2,3 100/3,9 —
89523108LUIC 60.200 E3E3 60/2,3 200/7,8 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow  90° incl. Cover
Weight
per 100

61

 

kg

 

791507

EAN
code

  

model no.

LUIC 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

—

RAL colour
  

pc.

61791705LUIC 80.080 WCC 80/3,1 80/3,1 9001
57

  

523122
  

LUIC 80.080 E3E3
 

80/3,1
 

80/3,1 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

SURFACE METAL RACEWAY
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Vertical Inside Elbow  90° incl. Cover
Weight
per 100

80

 

kg

 

791552

EAN
code

  

model no.

LUIC 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

pc.

80791750LUIC 100.100 WCC 100/3,9 100/3,9 9001
74

  

523146
  

LUIC 100.100E3E3
 

100/3,9
 

100/3,9 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow (2 x 45°) incl. Cover
solid bottom

Weight
per 100

54

 

kg

 

732401

EAN
code

  

model no.

LUID 60.060 E3E3

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

pc.

69732500LUID 60.100 E3E3 60/2,3 100/3,9
107732609LUID 60.200 E3E3 60/2,3 200/7,8

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow Building Block
Weight
per 100

19

 

kg

 

766109

EAN
code

  

model no.

LUIE 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

25,3766208LUIE 60.100S 60/2,3 100/3,9 —
33766307LUIE 60.150S 60/2,3 150/5,8 —
41766406LUIE 60.200S 60/2,3 200/7,8 —
19766505LUIE 60.060 WCC 60/2,3 60/2,3 9001

25,3766604LUIE 60.100 WCC 60/2,3 100/3,9 9001
33766703LUIE 60.150 WCC 60/2,3 150/5,8 9001
41766802LUIE 60.200 WCC 60/2,3 200/7,8 9001

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Elbow 90° with Cover
Weight
per 100

43

 

kg

 

791002

EAN
code

  

model no.

LUWC 40.040S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

—

RAL colour
  

pc.

45513208LUWC 40.060S 40/1,6 60/2,3 —
43791200LUWC 40.040 WCC 40/1,6 40/1,6 9001
45513611LUWC 40.060 WCC 40/1,6 60/2,3 9001
16

  

522361
  

LUWC 40.040 E3E3
 

40/1,6
 

40/1,6 —
  

45522408LUWC 40.060 E3E3 40/1,6 60/2,3 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
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Vertical Elbow 90° with Cover
Weight
per 100

47

 

kg

 

513307

EAN
code

  

model no.

LUWC 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

61513406LUWC 60.100S 60/2,3 100/3,9 —
83513505LUWC 60.150S 60/2,3 150/5,8 —
107513604LUWC 60.200S 60/2,3 200/7,8 —
47513635LUWC 60.060 WCC 60/2,3 60/2,3 9001
61513659LUWC 60.100 WCC 60/2,3 100/3,9 9001
83513673LUWC 60.150 WCC 60/2,3 150/5,8 9001
107513697LUWC 60.200 WCC 60/2,3 200/7,8 9001
47

  

522507
  

LUWC 60.060 E3E3
 

60/2,3
 

60/2,3 —
  

61522606LUWC 60.100 E3E3 60/2,3 100/3,9 —
107522705LUWC 60.200 E3E3 60/2,3 200/7,8 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Elbow 90° with Cover
Weight
per 100

61

 

kg

 

791101

EAN
code

  

model no.

LUWC 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

—

RAL colour
  

pc.

61791309LUWC 80.080 WCC 80/3,1 80/3,1 9001
57

  

522743
  

LUWC 80.080 E3E3
 

80/3,1
 

80/3,1 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Elbow 90° with Cover
Weight
per 100

80

 

kg

 

791156

EAN
code

  

model no.

LUWC 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

pc.

80791354LUWC 100.100 WCC 100/3,9 100/3,9 9001
74

  

522767
  

LUWC 100.100E3E3
 

100/3,9
 

100/3,9 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Elbow (2 x 45°) with Cover
solid bottom

Weight
per 100

57

 

kg

 

732104

EAN
code

  

model no.

LUWD 60.060 E3E3

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

pc.

74732203LUWD 60.100 E3E3 60/2,3 100/3,9
128732302LUWD 60.200 E3E3 60/2,3 200/7,8

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

SURFACE METAL RACEWAY
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Vertical Elbow Building Block (75 mm)
Weight
per 100

19,5

 

kg

 

767700

EAN
code

  

model no.

LUWE 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

31,5767809LUWE 60.100S 60/2,3 100/3,9 —
50767908LUWE 60.150S 60/2,3 150/5,8 —

76,3768004LUWE 60.200S 60/2,3 200/7,8 —
24768103LUWE 60.060 WCC 60/2,3 60/2,3 9001

31,5768202LUWE 60.100 WCC 60/2,3 100/3,9 9001
56,5768400LUWE 60.200 WCC 60/2,3 200/7,8 9001

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Horizontal Tee with Cover
Weight
per 100

57

 

kg

 

514700

EAN
code

  

model no.

LUTC 40.060S

height
(H)

 

40/1,6
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

88,5515110LUTC 40.060 WCC 40/1,6 60/2,3 9001
57

  

523603
  

LUTC 40.060 E3E3
 

40/1,6
 

60/2,3 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Horizontal Tee with Cover
Weight
per 100

60

 

kg

 

514809

EAN
code

  

model no.

LUTC 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

80514908LUTC 60.100S 60/2,3 100/3,9 —
100515004LUTC 60.150S 60/2,3 150/5,8 —
130515103LUTC 60.200S 60/2,3 200/7,8 —
60515134LUTC 60.060 WCC 60/2,3 60/2,3 9001
80515158LUTC 60.100 WCC 60/2,3 100/3,9 9001
100515172LUTC 60.150 WCC 60/2,3 150/5,8 9001
130515196LUTC 60.200 WCC 60/2,3 200/7,8 9001
60

  

523702
  

LUTC 60.060 E3E3
 

60/2,3
 

60/2,3 —
  

80523801LUTC 60.100 E3E3 60/2,3 100/3,9 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
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Horizontal Tee with Cover
Weight
per 100

90

 

kg

 

799800

EAN
code

  

model no.

LUTC 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

—

RAL colour
  

pc.

813858LUTC 80.080 WCC 80/3,1 80/3,1 9001
80

  

798704
  

LUTC 80.080 E3E3
 

80/3,1
 

80/3,1 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Horizontal Tee with Cover
Weight
per 100

120

 

kg

 

799855

EAN
code

  

model no.

LUTC 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

pc.

813902LUTC 100.100 WCC 100/3,9 100/3,9 9001
110

  

798728
  

LUTC 100.100E3E3
 

100/3,9
 

100/3,9 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Horizontal Tee with Cover
Weight
per 100

27

 

kg

 

792207

EAN
code

  

model no.

LUT 4.4.4S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

width of exit A
 

mm/Inch

40 —

RAL colour
  

pc.

27792252LUT 4.6.4S 40/1,6 60/2,3 40 —
792405LUT 4.4.4 WCC 40/1,6 40/1,6 40 9001
792450LUT 4.6.4 WCC 40/1,6 60/2,3 40 9001

27
  

523924
  

LUT 4.4.4 E3E3
 

40/1,6
 

40/1,6
 

40 —
  

27523948LUT 4.6.4 E3E3 40/1,6 60/2,3 40 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

SURFACE METAL RACEWAY
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Horizontal Tee with Cover
Weight
per 100

43

 

kg

 

515202

EAN
code

  

model no.

LUT 6.6.6S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

width of exit A
 

mm/Inch

60 —

RAL colour
  

pc.

52515301LUT 6.10.6S 60/2,3 100/3,9 60 —
52515400LUT 6.10.10S 60/2,3 100/3,9 100 —
74515509LUT 6.15.6S 60/2,3 150/5,8 60 —
74515608LUT 6.15.10S 60/2,3 150/5,8 100 —
74515707LUT 6.15.15S 60/2,3 150/5,8 150 —
87515806LUT 6.20.6S 60/2,3 200/7,8 60 —
87515905LUT 6.20.10S 60/2,3 200/7,8 100 —
87516001LUT 6.20.15S 60/2,3 200/7,8 150 —
87516100LUT 6.20.20S 60/2,3 200/7,8 200 —
43709205LUT 6.6.6 WCC 60/2,3 60/2,3 60 9001
52516117LUT 6.10.6 WCC 60/2,3 100/3,9 60 9001
52709304LUT 6.10.10 WCC 60/2,3 100/3,9 100 9001
74516124LUT 6.15.6 WCC 60/2,3 150/5,8 60 9001
74516131LUT 6.15.10 WCC 60/2,3 150/5,8 100 9001
74709403LUT 6.15.15 WCC 60/2,3 150/5,8 150 9001
87516148LUT 6.20.6 WCC 60/2,3 200/7,8 60 9001
87516155LUT 6.20.10 WCC 60/2,3 200/7,8 100 9001
87516162LUT 6.20.15 WCC 60/2,3 200/7,8 150 9001
87709502LUT 6.20.20 WCC 60/2,3 200/7,8 200 9001
43

  

798803
  

LUT 6.6.6 E3E3
 

60/2,3
 

60/2,3
 

60 —
  

52798810LUT 6.10.6 E3E3 60/2,3 100/3,9 60 —
52798827LUT 6.10.10 E3E3 60/2,3 100/3,9 100 —
87798834LUT 6.20.6 E3E3 60/2,3 200/7,8 60 —
87798841LUT 6.20.10 E3E3 60/2,3 200/7,8 100 —
87798858LUT 6.20.20 E3E3 60/2,3 200/7,8 200 —

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Horizontal Tee with Cover
Weight
per 100

65

 

kg

 

792306

EAN
code

  

model no.

LUT 8.8.8S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

width of exit A
 

mm/Inch

80 —

RAL colour
  

pc.

516186LUT 8.8.8 WCC 80/3,1 80/3,1 80 9001
65

  

523962
  

LUT 8.8.8 E3E3
 

80/3,1
 

80/3,1
 

80 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Horizontal Tee with Cover
Weight
per 100

80

 

kg

 

792351

EAN
code

  

model no.

LUT 10.10.10S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

width of exit A
 

mm/Inch

100 —

RAL colour
  

pc.

516193LUT 10.10.10 WCC 100/3,9 100/3,9 100 9001
80

  

523986
  

LUT 10.10.10E3E3
 

100/3,9
 

100/3,9
 

100 —
  

Surface Metal RacewayTo be used for: 
Splice plates to be ordered seperately.
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
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End-Cap
Weight
per 100

2

 

kg

 

517763

EAN
code

  

model no.

LED 40.040S

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

—

RAL colour
  

pc.

4517800LED 40.060S 40/1,6 60/2,3 —
2792603LED 40.040 WCC 40/1,6 40/1,6 9001
4708208LED 40.060 WCC 40/1,6 60/2,3 9001

832804LED 40.040 RCC 40/1,6 40/1,6 9010
832835LED 40.060 RCC 40/1,6 60/2,3 9010

2
  

524167
  

LED 40.040 E3E3
 

40/1,6
 

40/1,6 —
  

4524204LED 40.060 E3E3 40/1,6 60/2,3 —

Surface Metal RacewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

End-Cap
Weight
per 100

4

 

kg

 

517909

EAN
code

  

model no.

LED 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

5518005LED 60.100S 60/2,3 100/3,9 —
5518104LED 60.150S 60/2,3 150/5,8 —
6518203LED 60.200S 60/2,3 200/7,8 —

832866LED 60.060 RCC 60/2,3 60/2,3 9010
832897LED 60.100 RCC 60/2,3 100/3,9 9010
832927LED 60.150 RCC 60/2,3 150/5,8 9010
832958LED 60.200 RCC 60/2,3 200/7,8 9010

4708307LED 60.060 WCC 60/2,3 60/2,3 9001
5708406LED 60.100 WCC 60/2,3 100/3,9 9001
5708505LED 60.150 WCC 60/2,3 150/5,8 9001
6708604LED 60.200 WCC 60/2,3 200/7,8 9001
4

  

524303
  

LED 60.060 E3E3
 

60/2,3
 

60/2,3 —
  

5524402LED 60.100 E3E3 60/2,3 100/3,9 —
6524501LED 60.200 E3E3 60/2,3 200/7,8 —

Surface Metal RacewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

End-Cap
Weight
per 100

5

 

kg

 

792504

EAN
code

  

model no.

LED 80.080S

height
(H)

 

80/3,1
mm/Inch

width
B

 

80/3,1
mm/Inch

—

RAL colour
  

pc.

5792658LED 80.080 WCC 80/3,1 80/3,1 9001
832972LED 80.080 RCC 80/3,1 80/3,1 9010

4
  

524549
  

LED 80.080 E3E3
 

80/3,1
 

80/3,1 —
  

Surface Metal RacewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

Cable Support Clamp
Weight
per 100

2

 

kg

 

517206

EAN
code

  

model no.

LHS 60.100 E2E2

height
(H)

 

60/2,3
mm/Inch

width
B

 

55/2,1
mm/Inch

 

pc.

3517305LHS 60.150 E2E2 60/2,3 105/4,1
4517404LHS 60.200 E2E2 60/2,3 155/6
2517442LHS 80.080 E2E2 80/3,1 35/1,4
3517466LHS 100.100 E2E2 100/3,9 55/2,1

to easy installation of cables

Surface Metal RacewayTo be used for: 

SURFACE METAL RACEWAY
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End-Cap
Weight
per 100

6

 

kg

 

792559

EAN
code

  

model no.

LED 100.100S

height
(H)

 

100/3,9
mm/Inch

width
B

 

100/3,9
mm/Inch

—

RAL colour
  

pc.

6792702LED 100.100 WCC 100/3,9 100/3,9 9001
832996LED 100.100 RCC 100/3,9 100/3,9 9010

6
  

524563
  

LED 100.100 E3E3
 

100/3,9
 

100/3,9 —
  

Surface Metal RacewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

End-Protection Ring
dark grey

Weight
per 100

 

kg

 

865109

EAN
code

  

model no.

LER 40.040K04

height
(H)

 

40/1,6
mm/Inch

width
B

 

40/1,6
mm/Inch

 

pc.

865154LER 40.060K04 40/1,6 60/2,3
865208LER 60.060K04 60/2,3 60/2,3
865253LER 60.100K04 60/2,3 100/3,9
887705LER 80.080K04 80/3,1 80/3,1
887750LER 100.100K04 100/3,9 100/3,9

Surface Metal RacewayTo be used for: 
Can be mounted after installation.

 

End-Protection Ring
black

Weight
per 100

5,5

 

kg

 

518258

EAN
code

  

model no.

LES 60.150K10

height
(H)

 

60/2,3
mm/Inch

width
B

 

150/5,8
mm/Inch

 

pc.

6518265LES 60.200K10 60/2,3 200/7,8

Surface Metal RacewayTo be used for: 
In case of subsequent installation you must cut the end protection ring and put it around the cables.

 

Equipotential Bonding Wire
cross sectional area 2,5 mm², with 1 blade receptacle 6,3 mm and 1 wire end sleeve

Weight
per 100

0,8

 

kg

 

461608

EAN
code

  

model no.

GSL 150Cu

length
(A)

 

150/5,8
mm/Inch

 

pc.

 

Equipotential Bonding Wire
cross sectional area 2,5 mm², with 2 blade receptacles 6,3 mm

Weight
per 100

1

 

kg

 

461707

EAN
code

  

model no.

GSLH 200Cu

length
(A)

 

200/7,8
mm/Inch

 

pc.

1,5461745GSLH 350Cu 350/13,6

Corrosion resistant steels (chrome-nickel-steel) show high electric resistance. Please connect an
extra ground wire to the bottom of the surface metal raceway for better equipotential bonding.
Please use a boltless splice plate type LST and an equipotential bonding jumper type GSL 150 for easy
installation.
Please use a "vampire" type clamp to interconnect the grounding wire
Equipotential bonding of covers is guaranteed by the snap on mechanism.
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Surface Metal Raceway for Industrial Applications (without cover)
solid bottom

Weight
per 100

120

 

kg

 

532728

EAN
code

  

model no.

LUE 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

m

144532742LUE 60.100S 60/2,3 100/3,9
208532766LUE 60.150S 60/2,3 150/5,8
243532780LUE 60.200S 60/2,3 200/7,8

with extra punch holes at both ends for bolted splices

Splice plates to be ordered seperately.
LS type industrial raceway has to be grounded properly. Use bolted splice plate LIV 60 to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Surface Metal Raceway for Industrial Applications (without cover)
Weight
per 100

90

 

kg

 

531905

EAN
code

  

model no.

LI 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

m

108532001LI 60.100S 60/2,3 100/3,9
156532100LI 60.150S 60/2,3 150/5,8
182532209LI 60.200S 60/2,3 200/7,8

532254LI 60.300S 60/2,3 300/11,7

with large dropouts for cables in the bottom and in the side rails

Splice plates to be ordered seperately.
LS type industrial raceway has to be grounded properly. Use bolted splice plate LIV 60 to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Cover
Weight
per 100

65

 

kg

 

508501

EAN
code

  

model no.

LD 60S

width
B

 

60/2,3
mm/Inch

 

m

89508600LD 100S 100/3,9
142508808LD 150S 150/5,8
177508907LD 200S 200/7,8

889808LD 300S 300/11,7

Surface Metal RacewayTo be used for: 

 

Universal Splice Plate
Bolted Splice Plate

Weight
per 100

8

 

kg

 

532704

EAN
code

  

model no.

LIV 60S 4 FLM 6x12

Mounting accessories
  

pc.

for electrically and mechanically connecting the bottom parts of the raceways in one step

SURFACE METAL RACEWAY
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Edge Protection Ring
Weight
per 100

0,5

 

kg

 

258703

EAN
code

  

model no.

KSR 20K03

inside
dimension (H)

 

mm/Inch

14,5

inside 
dimension (B)

 

mm/Inch

58 20 x 65 mm

convenient
for

 

mm/Inch

 

pc.

0,5258802KSR 30K03 24 58 30 x 65 mm

67

To prevent accidents and injuries you must install the edge protection ring.

to protect cables against damages at the dropouts of tray or surface metal raceway

distribution cable tray RSV 50…, industrial surface metal raceway and for edge protection
of punched square holes using BL 20/30.65

To be used for: 

 

Lifting Device for Covers
Weight
per 100

2

 

kg

 

417483

EAN
code

  

model no.

DH 55

 

pc.

for fast dismantling of steel covers, min. width 60 mm

 

Barrier Strip
Weight
per 100

78

 

kg

 

459247

EAN
code

  

model no.

TPS 50S

height
(H)

 

50/2
mm/Inch

width
B

 

11/0,4
mm/Inch

 

m

Surface Metal RacewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

Barrier Strip
Weight
per 100

50

 

kg

 

225002

EAN
code

  

model no.

RW 60S

height
(H)

 

55/2,1
mm/Inch

thick- 
ness (t)

 

mm/Inch

0,75 4 FLM 6x12

acc. incl.
  

m
65

to separate wires and cables of different voltage levels or with different functions

Continuous perforation allows mounting without gradation. Slots (7x38 mm) are spaced at 100 mm.

 

Mounting Plate for Barrier Strip
Weight
per 100

3

 

kg

 

806003

EAN
code

  

model no.

TPH 60S

width
B

 

59/2,3
mm/Inch

 

pc.

GK and LS type racewayTo be used for: 
Equipotential bonding guaranteed after proper installation.
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Mounting Plate for Barrier Strip
with strain relief

Weight
per 100

 

kg

 

833009

EAN
code

  

model no.

LZTP 100S

width
B

 

99/3,9
mm/Inch

 

pc.

833054LZTP 150S 149/5,8
833108LZTP 200S 199/7,8

Surface Metal RacewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

Vertical Outside Elbow 45° incl. Cover
Weight
per 100

42

 

kg

 

534807

EAN
code

  

model no.

LEAB 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

pc.

48534906LEAB 60.100S 60/2,3 100/3,9
59535002LEAB 60.150S 60/2,3 150/5,8
72535101LEAB 60.200S 60/2,3 200/7,8

bottom part perforated for splices

Surface Metal Raceway for Industrial ApplicationsTo be used for: 
Splice plates to be ordered seperately.
LS type industrial raceway has to be grounded properly. Use bolted splice plate LIV 60 to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow  45° incl. Cover
Weight
per 100

36

 

kg

 

534401

EAN
code

  

model no.

LEIB 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

pc.

46534500LEIB 60.100S 60/2,3 100/3,9
58534609LEIB 60.150S 60/2,3 150/5,8
71534708LEIB 60.200S 60/2,3 200/7,8

bottom part perforated for splices

Surface Metal Raceway for Industrial ApplicationsTo be used for: 
Splice plates to be ordered seperately.
LS type industrial raceway has to be grounded properly. Use bolted splice plate LIV 60 to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

45° Elbow with Cover
Weight
per 100

38

 

kg

 

534005

EAN
code

  

model no.

LEWB 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

pc.

49534104LEWB 60.100S 60/2,3 100/3,9
66534203LEWB 60.150S 60/2,3 150/5,8
85534302LEWB 60.200S 60/2,3 200/7,8

bottom part perforated for splices

Surface Metal Raceway for Industrial ApplicationsTo be used for: 
Splice plates to be ordered seperately.
LS type industrial raceway has to be grounded properly. Use bolted splice plate LIV 60 to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

SURFACE METAL RACEWAY
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Vertical Outside Elbow 90° incl. Cover
Weight
per 100

53

 

kg

 

533602

EAN
code

  

model no.

LEAC 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

pc.

60533701LEAC 60.100S 60/2,3 100/3,9
74533800LEAC 60.150S 60/2,3 150/5,8
90533909LEAC 60.200S 60/2,3 200/7,8

bottom part perforated for splices

Surface Metal Raceway for Industrial ApplicationsTo be used for: 
Splice plates to be ordered seperately.
LS type industrial raceway has to be grounded properly. Use bolted splice plate LIV 60 to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

Vertical Inside Elbow  90° incl. Cover
Weight
per 100

45

 

kg

 

533206

EAN
code

  

model no.

LEIC 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

pc.

58533305LEIC 60.100S 60/2,3 100/3,9
73533404LEIC 60.150S 60/2,3 150/5,8
89533503LEIC 60.200S 60/2,3 200/7,8

bottom part perforated for splices

Surface Metal Raceway for Industrial ApplicationsTo be used for: 
Splice plates to be ordered seperately.
LS type industrial raceway has to be grounded properly. Use bolted splice plate LIV 60 to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

90° Elbow with Cover
Weight
per 100

47

 

kg

 

532803

EAN
code

  

model no.

LEWC 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

 

pc.

61532902LEWC 60.100S 60/2,3 100/3,9
83533008LEWC 60.150S 60/2,3 150/5,8
107533107LEWC 60.200S 60/2,3 200/7,8

bottom part perforated for splices

Surface Metal Raceway for Industrial ApplicationsTo be used for: 
Splice plates to be ordered seperately.
LS type industrial raceway has to be grounded properly. Use bolted splice plate LIV 60 to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

 

End-Cap
Weight
per 100

4

 

kg

 

517909

EAN
code

  

model no.

LED 60.060S

height
(H)

 

60/2,3
mm/Inch

width
B

 

60/2,3
mm/Inch

—

RAL colour
  

pc.

5518005LED 60.100S 60/2,3 100/3,9 —
5518104LED 60.150S 60/2,3 150/5,8 —
6518203LED 60.200S 60/2,3 200/7,8 —

Surface Metal RacewayTo be used for: 
Equipotential bonding guaranteed after proper installation.

 

Cable Support Clamp
Weight
per 100

2

 

kg

 

517206

EAN
code

  

model no.

LHS 60.100 E2E2

height
(H)

 

60/2,3
mm/Inch

width
B

 

55/2,1
mm/Inch

 

pc.

3517305LHS 60.150 E2E2 60/2,3 105/4,1
4517404LHS 60.200 E2E2 60/2,3 155/6

to easy installation of cables

Surface Metal RacewayTo be used for: 
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ICONS

Plastics
K01 PA - Polyamide, non halogen
K02 PS - Polystyrene, non halogen, impact resistant
K03 PE - Polyethylene, non halogen
K04 PP - Polypropylene, non halogen
K05 PC - Polycarbonate, non halogen
K06 SBR/NBR - Styrene-Butadiene/Nitrile Rubber
K07 CR - Chloroprene Rubber
K08 NBR - Nitrile Rubber
K09 PVC hard - Hard Polyvinylchloride
K10 PVC - Polyvinylchloride K21 PUR - Polyurethane
K11 ABS - Acrilonitrile-Butadiene-Styrene

K12 ASA - Acrylate-Styrol-Acrylonitrile Copolymer
K13 PC/ABS - Polycarbonate/Acrilonitrile-Butadiene-Styrene
K14 POM - Polyacetal
K15 SBR - Styrene-Butadiene Rubber
K16 CR/NBR - Chloroprene/Nitrile Rubber
K17 CR/SBR - Chloroprene/Styrene-Butadiene Rubber
K18 TPE - Thermoplastic Elastomer
K19 FS 31 - Phenolic Resin
K20 SI - Silicone Rubber

All Cable Tray and Ladder Products listed in this catalog (other than KRC/KRO ladder) are

AL Aluminum (N = naturally anodized, * = powdercoated in RAL colors)
P Electrotechnical Porcelain

MS Brass
CU Copper

E1 Material Code.: 1.4016

Stainless Steel 

E2 Material Code.: 1.4310 (AISI 304)
E3 Material Code.: 1.4301 (AISI 304)

E5 Material Code.: 1.4571 (AISI 316)
E6 Material Code: 1.4529

E4 Material Code.: 1.4401, 1.4404 E7 Material Code.: 1.4547
E8 Material Code.: 1.4430
E9 Material Code.: 1.4362

Steel
B Steel, bare
V Steel, galvanized according to DIN 50 961, blued
G Steel, galvanized according to DIN 50 961, passivated
S Steel, pre-galvanized according to DIN EN 10 327
F Steel, hot dip galvanized after fabrication (HDGAF) according to DIN EN ISO 1461 (Replacement for DIN 50 976)

FD Steel, hot dip galvanized after fabrication (HDGAF), double dip method
SB  Steel, black-oxide finish
C COLOR Steel, pre-galvanized and powdercoated

For worldwide product identification add 40 13339 (Niedax/Germany) in front of the EAN Codes 
listed in the catalog section.  

Important notice: 
The information herein has been carefully checked for accuracy and is believed to be correct  

  and current.  No warranty, either expressed or implied, is made as to either its applicability to or 
its compatability with specific requirements of this information, nor for damages consequential to its use.  All design characteristics, 
specifications, tolerances and similar information are subject to change without notice. 

 

Info Hardware

Installation Instructions

Reference Note

Fast Install

New Siderail Height in mm

Wire Diameter in mm

Phase Out Model

 Components over 2 mm in material thickness are hot dip galvanized at NIEDAX
 Local environmental conditions would be for instance the direct corrosive effect of a chimney with CO2 flue gases.
 Chromating process is ROHS compliant.

1

2

3

Galvanizing Processes
Liquid Dip Process Electrolytic

Process

F FD S V

Process standard
Hot Dip Galvanizing (HDG) 

after fabrication according to 
DIN EN ISO 1461

Continuous Double Dip Strip 
Galvanization

Continuous Strip Galvanization 
(Sendzimir Process) 

according to DIN EN 10327

Electrolytic Galvanizing (Electroplating)
according to DIN 50961 
(DIN 267 for hardware)

Structure and composition of the coating
Alloying with the

base material
Dual alloying with the  

base material
Alloying with the

base material
Laminated coating

Usual thickness of the zinc layer
Depending on the thickness of the

material to be galvanized, 
up to 1.5 mm thickness approx. 45 μm, 
up to 3 mm thickness approx. 55 μm, 
up to 6 mm thickness approx. 70 μm

Minimum layer thickness of 40μm 
on each side

Layer thickness 
Z 140: 10 μm + 4 μm

Layer thickness 
Z 275: 20 μm + 7 μm

approx. 2.5 to 10 μm, in
undercuts and recesses 

(thread flanks) the layer thickness 
is less than on open surfaces

Special features
Each component is individually
dipped in the liquid zinc bath.

The zinc washes 
over the entire surface. 

The corrosion protection layer is 
applied to the surface by passing 

the steel as a continuous ribbon first 
through a bath of molten zinc and then 
through a bath of zinc and aluminium.

The corrosion protection layer 
is applied to the surface by passing 

the steel as a continuous ribbon 
through a bath of molten zinc.

The zinc layer is deposited from
an aqueous electrolyte

by means of DC current.
Post-treatment is

generally applied to improve
the protective effect.

Distinguishing features
The surface is relatively rough,
and solidified zinc may block

small holes. Newly galvanized
surfaces are bright shining; high

temperature galvanized part
such as screws are grey.

Smooth surface depending on the  
process, slightly greased. Holes and cut 
edges expose “bare metal“. Corrosion 
protection of “bare“ edges up to 2 mm 

material thickness is provided by 
the by cathodic protection effect.

Smooth surface depending on the
process, slightly greased. Holes and cut 
edges expose “bare metal“. Corrosion 
protection of “bare“ edges up to 2 mm 

material thickness is provided by the by
cathodic protection effect.

Bright shining smooth surface,
becoming iridescent brassy
colour following chromating

post-treatment.

Usage - Application
Welded components,
equipment exposed  

to the weather.

Non-welded components  
with a thickness up to 2mm.  

Equipment exposed to weather.

Non-welded components up
to 2 mm thick, especially for

interior building work.

Wire Mesh Tray and small parts 
like bolts, nuts and washers.

Recommended for indoor usage only.

Corrosion Protection (typical annual degredation for Central Europe)

Depending on the atmospheric  
conditions and the local environment.

Rural 0.1 - 1.0 μm
Suburban 1.0 - 2.0 μm

Marine 2.0 - 4.0 μm

Depending on the atmospheric  
conditions and the local environment.

Rural 0.1 - 1.0 μm
Suburban 1.0 - 2.0 μm

Marine 2.0 - 4.0 μm

Annual degradation almost  
unmeasurable in dry indoor areas 

without pollution. 

Annual degradation almost  
unmeasurable in dry indoor areas 

without pollution. 

1 1

2

3

9JA9
E 233344 7YA6

E 230529

Cable Tray System Products 
are classified by UL in accordance 
to NEMA VE1-1998 for USA 
and CAN/CSA - C22.2 No. 126.1-98 
for Canada

Surface Metal Raceway System 
Products are listed by UL  
in accordance to UL 5 for USA 
and CAN/CSA - C22.2 No. 62-93 
for Canada

Conversion table of dimensions 

1 inch = 25.4 millimeters (mm)  1 millimeter (mm) = 0.039 inch

Material Thickness
mm 0.6 0.75 0.8 0.9 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5 5.0 6.0 7.0 8.0

inch 0.02 0.03 0.03 0.04 0.04 0.06 0.08 0.10 0.12 0.14 0.16 0.18 0.20 0.24 0.28 0.31

Product Length
mm 30 40 50 70 80 85 90 100 120 130 150 200 250 300 350 400

inch 1.18 1.57 1.97 2.76 3.15 3.35 3.54 3.94 4.72 5.12 5.91 7.87 9.84 11.81 13.78 15.75

mm 450 500 550 600 700 800 900 1000 1100 1200 1300 1400 1500 1600 1700 1800

inch 17.72 19.69 21.65 23.62 27.56 31.50 35.43 39.37 43.31 47.24 51.18 55.12 59.06 62.99 66.93 70.87

mm 1900 2000 3000 4500 6000

inch 74.80 78.74 118.11 177.17 236.22

Product Width
mm 40 50 60 70 75 90 100 120 150 200 250 300 400 500 550 600

inch 1.57 1.97 2.36 2.76 2.95 3.54 3.94 4.72 5.91 7.87 9.84 11.81 15.75 19.69 21.65 23.62

mm 700 800 900 1000 1100 1200

inch 27.56 31.50 35.43 39.37 43.31 47.24

Product Weight
kg 10 20 30 40 45 50 55 60 65 70 75 80 85 90 95 100

lbs 22.05 44.09 66.14 88.18 99.21 110.23 121.25 132.28 143.30 154.32 165.35 176.37 187.39 198.42 209.44 220.46

kg 105 110 115 120 125 130 135 140 150 160 170 180 190 200 210 220

lbs 231.49 242.50 253.53 264.55 275.58 286.60 297.62 308.65 330.69 352.74 374.79 396.83 418.88 440.92 462.97 485.02

Product Height
mm 10 15 20 25 30 35 40 50 60 85 100 105 110 150 200

inch 0.39 0.59 0.79 0.98 1.18 1.38 1.57 1.97 2.36 3.35 3.94 4.13 4.33 5.91 7.87

1 pound (lbs) = 0.453 kilogram (kg) 1 kilogram (kg) = 2.204 pounds (lbs)
cm
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