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Description

Size of connecting thread

Size of further threads
Clamping range of round cable
Clamping range of fat cable
Diameter

Outer diameter

Other outer diameter

Inner diameter

Total unit height

Other height

Length of connecting thread
Other lenght

Other lenght

Width across fat on basic unit
Other width across fat
Connecting thread Standard length
Connecting thread long
Packing unit

Symbol

ac
oc

Da
Dal
Di

H1

L1
L2
Swi
SW2
Bn
Boom
7

Dimension overview of metric thread according to EN 60423

ISO pitch outer thread core @ clearance hole

size diameter @ diameter Jacob specifcation
mm mm mm mm

12 1,5 12 10,5 12,2

16 15 16 14,5 16,2

20 15 20 18,5 20,2

25 15 25 235 25,2

32 15 32 30,5 32,2

40 15 40 38,5 40,2

50 15 50 48,5 50,2

63 15 63 61,5 63,2

Minimum assembly dimensions

A Swi M1 Assembly dimension | M2 Assembly dimension with
for inner threads hexagonal locknut
mm mm mm
M12x1,5 14 16,5
15 17,0 17,0
17 19,5 19,5
18 20,5
M16x1,5 17 19,5
18 20,5
19 22,0 22,0
20 23,0
22 25,0 25,0
24 27,5
M20x1,5 22 25,0
24 27,5 27,5
26 29,5
27 31,0 31,5
M25x1,5 27 31,0
29 33,0
30 34,0 34,0
32 36,5 36,5
33 37,5
34 38,5
M32x1,5 34 38,5
36 40,0 40,0
40 45,0
41 46,0 46,0
42 46,5
M40x1,5 43 47,0
46 51,0 51,0
50 56,0 56,0
52 58,0
53 59,5
M50x1,5 55} 61,0
57 63,5
60 67,0 67,0
65 73,0
M63x1,5 65 73,0
68 76,5
70 79,0 79,0
75 84,5 84,5

Attention: Consider addition of dimension for tools individually.
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